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SECTION 221113 - FACILITY WATER DISTRIBUTION PIPING 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and Division 01 Specification Sections, apply to this Section. 

B. Materials and installation shall be in accordance with City of Greensboro Standards and Details. 

1.2 SUMMARY 

A. This Section includes water-distribution piping and related components outside the building for 
water service and fire-service mains. 

1.3 DEFINITIONS 

A. DI: Ductile Iron. 

1.4 SUBMITTALS 

A. Product Data:  For each type of product indicated. 

B. Shop Drawings:  Detail precast concrete vault assemblies and indicate dimensions, method of 
field assembly, and components. 

C. Field quality-control test reports. 

D. Operation and Maintenance Data:  For water valves and specialties to include in emergency, 
operation, and maintenance manuals. 

1.5 QUALITY ASSURANCE 

A. Regulatory Requirements: 

1. Comply with requirements of utility company supplying water.  Include tapping of water 
mains and backflow prevention. 

2. Comply with standards of authorities having jurisdiction for potable-water-service piping, 
including materials, installation, testing, and disinfection. 

3. Comply with standards of authorities having jurisdiction for fire-suppression water-service 
piping, including materials, hose threads, installation, and testing. 

B. Piping materials shall bear label, stamp, or other markings of specified testing agency. 
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C. Electrical Components, Devices, and Accessories:  Listed and labeled as defined in NFPA 70, 
Article 100, by a testing agency acceptable to authorities having jurisdiction, and marked for 
intended use. 

D. Comply with ASTM F 645 for selection, design, and installation of thermoplastic water piping. 

E. Comply with FMG's "Approval Guide" or UL's "Fire Protection Equipment Directory" for fire-
service-main products. 

F. NFPA Compliance:  Comply with NFPA 24 for materials, installations, tests, flushing, and valve 
and hydrant supervision for fire-service-main piping for fire suppression. 

G. NSF Compliance: 

1. Comply with NSF 14 for plastic potable-water-service piping. Include marking "NSF-pw" 
on piping. 

2. Comply with NSF 61 for materials for water-service piping and specialties for domestic 
water. 

1.6 DELIVERY, STORAGE, AND HANDLING 

A. Preparation for Transport:  Prepare valves, including fire hydrants, according to the following: 

1. Ensure that valves are dry and internally protected against rust and corrosion. 
2. Protect valves against damage to threaded ends and flange faces. 
3. Set valves in best position for handling.  Set valves closed to prevent rattling. 

B. During Storage:  Use precautions for valves, including fire hydrants, according to the following: 

1. Do not remove end protectors unless necessary for inspection; then reinstall for storage. 
2. Protect from weather.  Store indoors and maintain temperature higher than ambient dew-

point temperature.  Support off the ground or pavement in watertight enclosures when 
outdoor storage is necessary. 

C. Handling:  Use sling to handle valves and fire hydrants if size requires handling by crane or lift.  
Rig valves to avoid damage to exposed parts.  Do not use handwheels or stems as lifting or 
rigging points. 

D. Deliver piping with factory-applied end caps.  Maintain end caps through shipping, storage, and 
handling to prevent pipe-end damage and to prevent entrance of dirt, debris, and moisture. 

E. Protect stored piping from moisture and dirt.  Elevate above grade.  Do not exceed structural 
capacity of floor when storing inside. 

F. Protect flanges, fittings, and specialties from moisture and dirt. 

G. Store plastic piping protected from direct sunlight.  Support to prevent sagging and bending. 



Elm Street Center Hotel & Parking Deck   October 31, 2017 
Greensboro, NC  Design Development  

Kimley-Horn and Associates, Inc.  Project No. 011462047   

 

FACILITY WATER DISTRIBUTION PIPING            221113 - 3 
  

1.7 PROJECT CONDITIONS 

A. Interruption of Existing Water-Distribution Service:  Do not interrupt service to facilities occupied 
by Owner or others unless permitted under the following conditions and then only after 
arranging to provide temporary water-distribution service according to requirements indicated: 

1. Notify Construction Manager and Owner no fewer than two days in advance of proposed 
interruption of service. 

2. Do not proceed with interruption of water-distribution service without Construction 
Manager's and Owner's written permission. 

1.8 COORDINATION 

A. Coordinate connection to water main with utility company. 

PART 2 - PRODUCTS 

2.1 COPPER TUBE AND FITTINGS 

A. Soft Copper Tube:  ASTM B 88, Type K, water tube, annealed temper.  Copper piping shall be 
in accordance to local governing authority water material standards. 

1. Copper, Solder-Joint Fittings:  ASME B16.18, cast-copper-alloy or ASME B16.22, 
wrought-copper, solder-joint pressure type.  Furnish only wrought-copper fittings if 
indicated. 

2. Copper, Pressure-Seal Fittings: 

a. Available Manufacturers:  Subject to compliance with requirements, manufacturers 
offering products that may be incorporated into the Work include, but are not 
limited to, the following: 

b. Manufacturers:  Subject to compliance with requirements, provide products by the 
following: 

1) Viega; Plumbing & Heating Systems. 

c. NPS 2 and Smaller:  Wrought-copper fitting with EPDM O-ring seal in each end. 

B. Bronze Flanges:  ASME B16.24, Class 150, with solder-joint end.  Furnish Class 300 flanges if 
required to match piping. 

C. Copper Unions:  MSS SP-123, cast-copper-alloy, hexagonal-stock body with ball-and-socket, 
metal-to-metal seating surfaces, and solder-joint or threaded ends. 

2.2 DUCTILE-IRON PIPE AND FITTINGS 

A. Mechanical-Joint, Ductile-Iron Pipe:  AWWA C151, with mechanical-joint bell and plain spigot 
end unless flanged ends are indicated.  Ductile iron pipes and fittings shall be in accordance 
with local governing authority water material standards. 
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1. Mechanical-Joint, Ductile-Iron Fittings:  AWWA C110, ductile- or gray-iron standard 
pattern or AWWA C153, ductile-iron compact pattern. 

2. Glands, Gaskets, and Bolts:  AWWA C111, ductile- or gray-iron glands, rubber gaskets, 
and steel bolts. 

B. Push-on-Joint, Ductile-Iron Pipe:  AWWA C151, with push-on-joint bell and plain spigot end 
unless grooved or flanged ends are indicated. 

1. Push-on-Joint, Ductile-Iron Fittings:  AWWA C110, ductile- or gray-iron standard pattern 
or AWWA C153, ductile-iron compact pattern. 

2. Gaskets:  AWWA C111, rubber. 

C. Flanges:  ASME 16.1, Class 125, cast iron. 

2.3 JOINING MATERIALS 

A. Brazing Filler Metals:  AWS A5.8, BCuP Series. 

B. Bonding Adhesive for Fiberglass Piping:  As recommended by fiberglass piping manufacturer. 

C. Plastic Pipe-Flange Gasket, Bolts, and Nuts:  Type and material recommended by piping 
system manufacturer, unless otherwise indicated. 

2.4 CORROSION-PROTECTION PIPING ENCASEMENT 

A. Encasement for Underground Metal Piping: 

1. Standards:  ASTM A 674, AWWA C105, local governing authority water material 
standards. 

2. Form:  Sheet or tube. 
3. Material:  LLDPE film of 0.008-inch minimum thickness. 
4. Material:  LLDPE film of 0.008-inch minimum thickness, or high-density, crosslaminated 

PE film of 0.004-inch minimum thickness. 
5. Material:  High-density, crosslaminated PE film of 0.004-inch minimum thickness. 
6. Color:  Black. 

2.5 GATE VALVES 

A. AWWA, Cast-Iron Gate Valves: 

1. Standards:  ASTM A 674, AWWA C105, C-509-94, C515, local governing authority water 
material standards. 

2. Available Manufacturers:  Subject to compliance with requirements of local governing 
authority. Manufacturers offering products that may be incorporated into the Work 
include, but are not limited to, the following: 

a. American AVK Co.; Valves & Fittings Div. 
b. American Cast Iron Pipe Co.; American Flow Control Div. 
c. American Cast Iron Pipe Co.; Waterous Co. Subsidiary. 
d. McWane, Inc.; Clow Valve Co. Div. (Oskaloosa). 
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e. McWane, Inc.; Kennedy Valve Div. 
f. McWane, Inc.; M & H Valve Company Div. 
g. Mueller Co.; Water Products Div. 

3. Nonrising-Stem, Resilient-Seated Gate Valves: 

a. Description:  Gray- or ductile-iron body and bonnet; with bronze or gray- or ductile-
iron gate, resilient seats, bronze stem, and stem nut. 

1) Standard:  AWWA C509. 
2) Minimum Pressure Rating:  200 psig. 
3) End Connections:  Mechanical joint. 
4) Interior Coating:  Complying with AWWA C550. 

4. Nonrising-Stem, High-Pressure, Resilient-Seated Gate Valves: 

a. Description:  Ductile-iron body and bonnet; with bronze or ductile-iron gate, 
resilient seats, bronze stem, and stem nut. 

1) Standard:  AWWA C509. 
2) Minimum Pressure Rating:  250 psig. 
3) End Connections:  Push on or mechanical joint. 
4) Interior Coating:  Complying with AWWA C550. 

5. OS&Y, Rising-Stem, Resilient-Seated Gate Valves: 

a. Description:  Cast- or ductile-iron body and bonnet, with bronze or gray- or ductile-
iron gate, resilient seats, and bronze stem. 

1) Standard:  AWWA C509. 
2) Minimum Pressure Rating:  200 psig. 
3) End Connections:  Flanged. 

2.6 GATE VALVE ACCESSORIES AND SPECIALTIES 

A. Tapping-Sleeve Assemblies: 

1. Standards:  AWWA C-110-98, local governing authority water material standards: 
2. Available Manufacturers:  Subject to compliance with requirements of local governing 

authority water material standards.  Manufacturers offering products that may be 
incorporated into the Work include, but are not limited to, the following: 

a. American Pipe Company 
b. Rockwell 
c. Romac 
d. Ford 
e. JCM 
f. Clow Valve Co. Div. (Oskaloosa). 
g. Kennedy Valve Div. 
h. Mueller Co.; Water Products Div. 
i. U.S. Pipe and Foundry Company. 

3. Description:  Sleeve and valve compatible with drilling machine. 
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a. Standard:  MSS SP-60 and local governing authority water material standards. 
b. Tapping Sleeve:  Cast- or ductile-iron or stainless-steel, two-piece bolted sleeve 

with flanged outlet for new branch connection.  Include sleeve matching size and 
type of pipe material being tapped and with recessed flange for branch valve. 

c. Valve:  AWWA, cast-iron, nonrising-stem, resilient-seated gate valve with one 
raised face flange mating tapping-sleeve flange. 

B. Valve Boxes:  Comply with ASTM A48 for cast-iron valve boxes.  Include top section, adjustable 
extension of length required for depth of burial of valve, plug with lettering "WATER," and 
bottom section with base that fits over valve and with a barrel approximately 5 inches in 
diameter.  All castings must be domestically cast and so indicated by the manufacturer’s name 
and “USA” cast into all section of the valve box.  All castings must meet or exceed AASHTO H-
20 load rating.  Total valve box weight shall be of 85 lbs. minimum and have minimum lid weight 
of 25 lbs. 

1. Operating Wrenches:  Steel, tee-handle with one pointed end, stem of length to operate 
deepest buried valve, and socket matching valve operating nut. 

C. Indicator Posts:  UL 789, FMG-approved, vertical-type, cast-iron body with operating wrench, 
extension rod, and adjustable cast-iron barrel of length required for depth of burial of valve. 

2.7 CHECK VALVES 

A. AWWA Check Valves: 

1. Standards:  Local governing authority water material standards. 
2. Available Manufacturers:  Subject to compliance with requirements of local governing 

authority water material standards.  Manufacturers offering products that may be 
incorporated into the Work include, but are not limited to, the following: 

a. Ames Fire & Waterworks; a division of Watts Regulator Co. 
b. Conbraco 
c. FEBCO 
d. Flowmatic 
e. Wilkins 
f. Watts Water Technologies, Inc. 

3. Description:  Swing-check type with resilient seat.  Include interior coating according to 
AWWA C550 and ends to match piping. 

a. Standard:  AWWA C508. 
b. Pressure Rating:  175 psig. 

2.8 DETECTOR CHECK VALVES 

A. Detector Check Valves: 

1. Standards: Local governing authority water material standards. 
2. Available Manufacturers:  Subject to compliance with requirements of local governing 

authority water material standards.  Manufacturers offering products that may be 
incorporated into the Work include, but are not limited to, the following: 



Elm Street Center Hotel & Parking Deck   October 31, 2017 
Greensboro, NC  Design Development  

Kimley-Horn and Associates, Inc.  Project No. 011462047   

 

FACILITY WATER DISTRIBUTION PIPING            221113 - 7 
  

a. Ames Fire & Waterworks; a division of Watts Regulator Co. 
b. FEBCO 
c. Conbraco 
d. Watts Water Technologies, Inc. 
e. Wilkins 

3. Description:  Galvanized cast-iron body, bolted cover with air-bleed device for access to 
internal parts, and flanged ends.  Include one-piece bronze disc with bronze bushings, 
pivot, and replaceable seat.  Include threaded bypass taps in inlet and outlet for bypass 
meter connection.  Set valve to allow minimal water flow through bypass meter when 
major water flow is required. 

a. Standards:  UL 312 and FMG approved. 
b. Pressure Rating:  175 psig. 
c. Water Meter:  AWWA C700, disc type, at least one-fourth size of detector check 

valve.  Include meter, bypass piping, gate valves, check valve, and connections to 
detector check valve. 

4. Description:  Iron body, corrosion-resistant clapper ring and seat ring material, flanged 
ends, with connections for bypass and installation of water meter. 

a. Standards:  UL 312 and FMG approved. 
b. Pressure Rating:  175 psig. 

2.9 BUTTERFLY VALVES 

A. AWWA Butterfly Valves: 

1. Standards: Shall conform to local governing authority water material standards and the 
latest AWWA specification for butterfly valves.   

2. Available Manufacturers:  Subject to compliance with requirements of local governing 
authority water material standards.  Manufacturers offering products that may be 
incorporated into the Work include, but are not limited to, the following: 
 
a. American Pipe Co. 
b. Mueller Co.; Water Products Div. 
c. Pratt, Henry Company. 
d. Kennedy Valve Div. 

3. Description:  Rubber seated. 

a. Standard:  AWWA C504. 
b. Body:  Cast or ductile iron. 
c. Body Type:  Flanged. 
d. Pressure Rating:  150 psig. 

2.10 PLUG VALVES 

A. Plug Valves: 

1. Standards: Shall conform to local governing authority water material standards. 
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2. Available Manufacturers:  Subject to compliance with requirements of local governing 
authority water material standards.  Manufacturers offering products that may be 
incorporated into the Work include, but are not limited to, the following: 

a. DeZURIK/Copes-Vulcan; a unit of SPX Corporation. 
b. Homestead Valve; a division of Olson Technologies, Inc. 
c. Milliken Valve Company. 
d. McWane, Inc.; M & H Valve Company Div. 
e. Pratt, Henry Company. 
f. Val-Matic Valve & Manufacturing Corp. 

3. Description:  Resilient-seated eccentric. 

a. Standard:  MSS SP-108. 
b. Body:  Cast iron. 
c. Pressure Rating:  175-psig minimum CWP. 
d. Seat Material:  Suitable for potable-water service. 

2.11 CORPORATION VALVES AND CURB VALVES 

A. Manufacturers: 

1. Standards: Shall conform to local governing authority water material standards.  
2. Available Manufacturers:  Subject to compliance with requirements of local governing 

authority water material standards.  Manufacturers offering products that may be 
incorporated into the Work include, but are not limited to, the following: 
 
a. Ford Meter Box Company, Inc. (The); Pipe Products Div. 
b. McDonald, A. Y. Mfg. Co. 
c. Mueller Co.; Water Products Div. 
d. Oniseal 
e. Hayes NuSeal 

 

B. Service-Saddle Assemblies:  Comply with AWWA C800.  Include saddle and valve compatible 
with tapping machine.  Shall be as Mueller H16100 series, Jones J 979 or approved equal. 

1. Service Saddle:  Copper alloy with seal and AWWA C800, threaded outlet for corporation 
valve. 

2. Corporation Valve:  Bronze body and ground-key plug, with AWWA C800, threaded inlet 
and outlet matching service piping material. 

3. Manifold:  Copper fitting with two to four inlets as required, with ends matching 
corporation valves and outlet matching service piping material. 

C. Curb Valves:  Comply with AWWA C800.  Include bronze body, ground-key plug or ball, and 
wide tee head, with inlet and outlet matching service piping material. 

D. Service Boxes for Curb Valves:  Similar to ASTM A48 requirements for cast-iron valve boxes.  
Include cast-iron telescoping top section of length required for depth of burial of valve, plug with 
lettering "WATER," and bottom section with base that fits over curb valve and with a barrel 
approximately 5 inches in diameter. All castings must be domestically cast and so indicated by 
the manufacturer’s name and “USA” cast into all section of the valve box.  All castings must 
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meet or exceed AASHTO H-20 load rating.  Total valve box weight shall be of 85 lbs. minimum 
and have minimum lid weight of 25 lbs 

1. Shutoff Rods:  Steel, tee-handle with one pointed end, stem of length to operate deepest 
buried valve, and slotted end matching curb valve. 

2.12 WATER METERS 

A. Water meters will be furnished by the local governing authority.  Owner shall purchase water 
meter from local authority. 

2.13 RELIEF VALVES 

A. Air-Release Valves: 

1. Standards: Shall conform to local governing authority water material standards.  Valves 
shall be 2” suitable for working pressure of 150 psi and designed to allow air to escape 
automatically while main is in service and under pressure. 

2. Available Manufacturers:  Shall be Crispin Pressure Air Valves, Model P 20,with vacuum 
check unit, or Val-Matic, Model VM-45, with vacuum check unit. 

2.14 FIRE HYDRANTS 

A. Dry-Barrel Fire Hydrants: 

1. Available Manufacturers:  Subject to compliance with requirements of the local governing 
authority.  Manufacturers offering products that may be incorporated into the Work 
include, but are not limited to, the following: 

a. American AVK Co.; Valves & Fittings Div. 
b. East Jordan Iron Works, Inc. 
c. McWane, Inc.; Clow Valve Co. Div. (Oskaloosa).. 
d. McWane, Inc.; M & H Valve Company Div. 
e. Mueller Co.; Water Products Div. 
f. U.S. Pipe and Foundry Company. 

2. Description:  Freestanding, two-2 ½” nozzles and 1-5” Storz connection nozzle.  The 
nozzle shall be an integral part of the fire hydrant and must be furnished by the 
manufacturer or authorized distributor designated by the manufatrurer.  Storz connector 
shall have the following characteristics:  brass hydrant nozzle connection; have hard 
anodized aluminum Storz ramps and lugs (hydrant and cap side); and require high-torque 
Storz spanner wrench in order for cap to be removed.  All nozzles shall be provided with 
cap to cap retaining chain.  The hydrant valve opening shall be 5 ¼”.  Bronze to bronze 
threads shall be between hydrant seat or seat ring and the seating attaching assembly.  
All hydrants must include cast or ductile epoxy lined shoe, rubber drain seals and 
positive, protective valve stop device.  Hydrants shall be open-left type and shall have 6” 
hub-end or mechanical joint elbow.  The hydrant barrel shall be of sufficient length to 
provide a minimum of 3.5’ of bury and be break-away impact type. 

a. Standard:  AWWA C502. 
b. Pressure Rating:  150 psig minimum. 
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c. Operating and Cap Nuts:  Pentagon, 1-1/2 inches point to flat. 
d. Direction of Opening:  Open hydrant valve by turning operating nut to left or 

counterclockwise. 
e. Exterior Finish:  Red alkyd-gloss enamel paint, unless otherwise indicated. 

 

2.15 FIRE DEPARTMENT CONNECTION- Shall be a 5” Storz free standing in accordance with the 
plans and the City of Raleigh requirements 

PART 3 - EXECUTION 

3.1 EARTHWORK 

A. Refer to Division 31 Section "Earth Moving" for excavating, trenching, and backfilling. 

3.2 PIPING APPLICATIONS 

A. General:  Use pipe, fittings, and joining methods for piping systems according to the following 
applications. 

B. Transition couplings and special fittings with pressure ratings at least equal to piping pressure 
rating may be used, unless otherwise indicated. 

C. Do not use flanges or unions for underground piping. 

D. Flanges, unions, and special fittings may be used, instead of joints indicated, on aboveground 
piping and piping in vaults. 

E. Underground water-service piping NPS 3/4 to NPS 2 shall be the following: 

1. Soft copper tube, ASTM B 88, Type K; copper, pressure-seal fittings; and pressure-
sealed joints. 

F. Underground water-service piping NPS 2 1/2 and greater shall be of the following: 
 

1. Ductile-iron, push-on-joint pipe or mechanical-joint pipe joints. 

3.3 VALVE APPLICATIONS 

A. General Application:  Use mechanical-joint-end valves for NPS 2 1/2 and larger underground 
installation.  Use threaded- or flanged-end valves for installation in vaults.  Use UL/FMG, 
nonrising-stem gate valves for installation with indicator posts.  Use corporation valves and curb 
valves with ends compatible with piping, for NPS 2 and smaller installation. 

B. Drawings indicate valve types to be used.  Where specific valve types are not indicated, the 
following requirements apply: 

1. Underground Valves, NPS 3 and Larger:  AWWA, cast-iron, nonrising-stem, resilient-
seated gate valves with valve box. 
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2. Underground Valves, NPS 4 and Larger, for Indicator Posts:  UL/FMG, cast-iron, 
nonrising-stem gate valves with indicator post. 

3. Use the following for valves in vaults and aboveground: 

a. Gate Valves, NPS 2 and Smaller:  Bronze, nonrising stem. 
b. Gate Valves, NPS 2 and Larger: AWWA, cast iron, OS&Y rising stem, resilient 

seated. 
c. Check Valves:  AWWA C508 swing type. 

4. Pressure-Reducing Valves:  Use for water-service piping in vaults and aboveground to 
control water pressure. 

5. Relief Valves:  Use for water-service piping in vaults and aboveground. 

a. Air-Release Valves:  To release accumulated air. 
b. Air/Vacuum Valves:  To release or admit large volume of air during filling of piping. 
c. Combination Air Valves:  To release or admit air. 

6. Detector Check Valves:  Use for water-service piping in vaults and aboveground to detect 
unauthorized use of water. 

3.4 PIPING INSTALLATION 

A. Water-Main Connection:  Arrange with utility company for tap of size and in location indicated in 
water main. A City of Raleigh Public Utilities Division inspector is to be present at all taps to the 
water mains prior to the tap being made unless arrangements have been made with the City 
Inspector. 

B. Water-Main Connection:  Tap water main according to requirements of water utility company 
and of size and in location indicated. 

C. Make connections larger than NPS 2 with tapping machine according to the following: 

1. Install tapping sleeve and tapping valve according to MSS SP-60. 
2. Install tapping sleeve on pipe to be tapped.  Position flanged outlet for gate valve. 
3. Use tapping machine compatible with valve and tapping sleeve; cut hole in main.  

Remove tapping machine and connect water-service piping. 
4. Install gate valve onto tapping sleeve.  Comply with MSS SP-60.  Install valve with stem 

pointing up and with valve box. 

D. Make connections NPS 2 and smaller with drilling machine according to the following: 

1. Install service-saddle assemblies and corporation valves in size, quantity, and 
arrangement required by utility company standards. 

2. Install service-saddle assemblies on water-service pipe to be tapped.  Position outlets for 
corporation valves. 

3. Use drilling machine compatible with service-saddle assemblies and corporation valves.  
Drill hole in main.  Remove drilling machine and connect water-service piping. 

4. Install corporation valves into service-saddle assemblies. 
5. Install manifold for multiple taps in water main. 
6. Install curb valve in water-service piping with head pointing up and with service box. 

E. Comply with NFPA 24 for fire-service-main piping materials and installation. 
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1. Install PE corrosion-protection encasement according to ASTM A 674 or AWWA C105. 
2. Install copper tube and fittings according to CDA's "Copper Tube Handbook." 

F. Install ductile-iron, water-service piping according to AWWA C600 and AWWA M41. 

1. Install PE corrosion-protection encasement according to ASTM A 674 or AWWA C105. 

G. Install PE pipe according to ASTM D 2774 and ASTM F 645. 

H. Install fiberglass AWWA pipe according to AWWA M45. 

I. Bury piping with depth of cover over top at least 36 inches.  

J. Install piping by tunneling or jacking, or combination of both, under streets and other 
obstructions that cannot be disturbed. 

K. Extend water-service piping and connect to water-supply source and building-water-piping 
systems at outside face of building wall in locations and pipe sizes indicated. 

1. Terminate water-service piping at building wall until building-water-piping systems are 
installed.  Terminate piping with caps, plugs, or flanges as required for piping material.  
Make connections to building-water-piping systems when those systems are installed. 

L. Install underground piping with restrained joints at horizontal and vertical changes in direction.  
Use restrained-joint piping, thrust blocks, anchors, tie-rods and clamps, and other supports. 

3.5 JOINT CONSTRUCTION 

A. Make pipe joints according to the following: 

1. Copper-Tubing, Pressure-Sealed Joints:  Use proprietary crimping tool and procedure 
recommended by copper, pressure-seal-fitting manufacturer. 

2. Ductile-Iron Piping, Gasketed Joints for Water-Service Piping:  AWWA C600 and 
AWWA M41. 

3. Ductile-Iron Piping, Gasketed Joints for Fire-Service-Main Piping:  UL 194. 
4. Dissimilar Materials Piping Joints:  Use adapters compatible with both piping materials, 

with OD, and with system working pressure.   

3.6 ANCHORAGE INSTALLATION 

A. Anchorage, General:  Install water-distribution piping with restrained joints.  Anchorages and 
restrained-joint types that may be used include the following: 

1. Concrete thrust blocks. 
2. Locking mechanical joints. 
3. Set-screw mechanical retainer glands. 
4. Bolted flanged joints. 
5. Pipe clamps and tie rods. 

B. Install anchorages for tees, plugs and caps, bends, crosses, valves, and hydrant branches.  
Include anchorages for the following piping systems: 
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1. Gasketed-Joint, Ductile-Iron, Water-Service Piping:  According to AWWA C600. 
2. Fire-Service-Main Piping:  According to NFPA 24. 

C. Apply full coat of asphalt or other acceptable corrosion-resistant material to surfaces of installed 
ferrous anchorage devices. 

3.7 VALVE INSTALLATION 

A. AWWA Gate Valves:  Comply with AWWA C600 and AWWA M44.  Install each underground 
valve with stem pointing up and with valve box. 

B. AWWA Valves Other Than Gate Valves:  Comply with AWWA C600 and AWWA M44. 

C. UL/FMG, Gate Valves:  Comply with NFPA 24.  Install each underground valve and valves in 
vaults with stem pointing up and with vertical cast-iron indicator post. 

D. UL/FMG, Valves Other Than Gate Valves:  Comply with NFPA 24. 

E. Corporation Valves and Curb Valves:  Install each underground curb valve with head pointed up 
and with service box. 

F. Relief Valves:  Comply with AWWA C512.  Install aboveground with shutoff valve on inlet. 

3.8 FIRE HYDRANT INSTALLATION 

A. General:  Install each fire hydrant with separate gate valve in supply pipe, anchor with 
restrained joints or thrust blocks, and support in upright position. 

B. AWWA Fire Hydrants:  Comply with AWWA M17. 

C. UL/FMG Fire Hydrants:  Comply with NFPA 24. 

3.9 FLUSHING HYDRANT INSTALLATION 

A. Install post-type flushing hydrants with valve below frost line and provide for drainage.  Support 
in upright position.  Include separate gate valve or curb valve and restrained joints in supply 
piping. 

B. Install ground-type flushing hydrants with valve below frost line and provide for drainage.  Install 
hydrant box flush with grade.  Include separate gate valve or curb valve and restrained joints in 
supply piping. 

C. Install sampling stations with valve below frost line and provide for drainage.  Attach weather-
resistant housing and support in upright position.  Include separate curb valve in supply piping. 

3.10 ALARM DEVICE INSTALLATION 

A. General:  Comply with NFPA 24 for devices and methods of valve supervision.  Underground 
valves with valve box do not require supervision. 
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B. Supervisory Switches:  Supervise valves in open position. 

1. Valves:  Grind away portion of exposed valve stem.  Bolt switch, with plunger in stem 
depression, to OS&Y gate-valve yoke. 

2. Indicator Posts:  Drill and thread hole in upper-barrel section at target plate.  Install 
switch, with toggle against target plate, on barrel of indicator post. 

C. Locking and Sealing:  Secure unsupervised valves as follows: 

1. Valves:  Install chain and padlock on open OS&Y gate valve. 
2. Post Indicators:  Install padlock on wrench on indicator post. 

D. Pressure Switches:  Drill and thread hole in exposed barrel of fire hydrant.  Install switch. 

E. Water-Flow Indicators:  Install in water-service piping in vault.  Select indicator with saddle and 
vane matching pipe size.  Drill hole in pipe, insert vane, and bolt saddle to pipe. 

F. Connect alarm devices to building fire alarm system.  Wiring and fire-alarm devices are 
specified in Division 28 Section "Fire Detection and Alarm." 

3.11 CONNECTIONS 

A. Connect water-distribution piping to existing water main with tapping sleeve and tapping valve. 

B. Connect water-distribution piping to interior domestic water and fire-suppression piping. 

C. Connect waste piping from concrete vault drains to storm-drainage system.  See Division 33 
Section "Storm Utility Drainage Piping" for connection to storm-sewer piping. 

D. Ground equipment according to Division 26 Section "Grounding and Bonding for Electrical 
Systems." 

3.12 FIELD QUALITY CONTROL 

A. Piping Tests:  Conduct piping tests before joints are covered and after concrete thrust blocks 
have hardened sufficiently.  Fill pipeline 24 hours before testing and apply test pressure to 
stabilize system.  Use only potable water. 

B. Hydrostatic Tests:  Test at not less than one-and-one-half times working pressure for two hours. 

1. Increase pressure in 50-psig increments and inspect each joint between increments.  
Hold at test pressure for 1 hour; decrease to 0 psig.  Slowly increase again to test 
pressure and hold for 1 more hour.  Maximum allowable leakage is 2 quarts per hour per 
100 joints.  Remake leaking joints with new materials and repeat test until leakage is 
within allowed limits. 

C. Prepare reports of testing activities. 
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3.13 IDENTIFICATION 

A. Install continuous underground metallic detectable warning tape during backfilling of trench for 
underground water-distribution piping.  Locate below finished grade, directly over piping.  
Underground warning tapes are specified in Division 31 Section "Earth Moving." 

3.14 CLEANING 

A. Clean and disinfect water-distribution piping as follows: 

1. Purge new water-distribution piping systems and parts of existing systems that have 
been altered, extended, or repaired before use. 

2. Use purging and disinfecting procedure prescribed by authorities having jurisdiction or, if 
method is not prescribed by authorities having jurisdiction, use procedure described in 
NFPA 24 for flushing of piping.  Flush piping system with clean, potable water until dirty 
water does not appear at points of outlet. 

3. Use purging and disinfecting procedure prescribed by authorities having jurisdiction or, if 
method is not prescribed by authorities having jurisdiction, use procedure described in 
AWWA C651 or do as follows: 

a. Fill system or part of system with water/chlorine solution containing at least 50 ppm 
of chlorine; isolate and allow to stand for 24 hours. 

b. Drain system or part of system of previous solution and refill with water/chlorine 
solution containing at least 200 ppm of chlorine; isolate and allow to stand for 3 
hours. 

c. After standing time, flush system with clean, potable water until no chlorine 
remains in water coming from system. 

d. Submit water samples in sterile bottles to authorities having jurisdiction.  Repeat 
procedure if biological examination shows evidence of contamination. 

B. Prepare reports of purging and disinfecting activities. 

END OF SECTION 221113 
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SECTION 221313 - FACILITY SANITARY SEWERS 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and Division 01 Specification Sections, apply to this Section. 

B. Materials and Installation shall be in accordance with City of Greensboro Standards and Details. 

1.2 SUMMARY 

A. Section Includes: 

1. Pipe and fittings. 
2. Nonpressure and pressure couplings. 
3. Expansion joints and deflection fittings. 
4. Cleanouts. 
5. Encasement for piping. 
6. Manholes. 

1.3 DEFINITIONS 

A. FRP:  Fiberglass-reinforced plastic. 

1.4 SUBMITTALS 

A. Product Data:  For the following: 

1. Expansion joints and deflection fittings. 

B. Shop Drawings:  For manholes.  Include plans, elevations, sections, details, and frames and 
covers. 

C. Field quality-control reports. 

1.5 DELIVERY, STORAGE, AND HANDLING 

A. Do not store plastic pipe and fittings in direct sunlight. 

B. Protect pipe, pipe fittings, and seals from dirt and damage. 

C. Handle manholes according to manufacturer's written rigging instructions. 
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1.6 PROJECT CONDITIONS 

A. Interruption of Existing Sanitary Sewerage Service:  Do not interrupt service to facilities 
occupied by Owner or others unless permitted under the following conditions and then only after 
arranging to provide temporary service according to requirements indicated: 

1. Notify Construction Manager and Owner no fewer than two days in advance of proposed 
interruption of service. 

2. Do not proceed with interruption of service without Construction Manager's and Owner's 
written permission. 

PART 2 - PRODUCTS 

2.1 DUCTILE-IRON, GRAVITY SEWER PIPE AND FITTINGS 

A. Pipe:  AWWA C-150 ASTM A 746, for push-on joints.  The minimum pressure class shall be 
class 250. 

B. Joints:  AWWA C-111-95 

C. Standard Fittings:  AWWA C110, for push-on joints. 

D. Gaskets:  AWWA C111, rubber. 

E. Lining:  Amine cured novalac ceramic epoxy containing at least 20% by volume of ceramic 
quarts pigments per local governing authority. 

2.2 DUCTILE-IRON, PRESSURE PIPE AND FITTINGS 

A. Push-on-Joint Piping: 

1. Pipe:  AWWA C151. 
2. Standard Fittings:  AWWA C110, ductile or gray iron. 
3. Compact Fittings:  AWWA C153. 
4. Gaskets:  AWWA C111, rubber, of shape matching pipe and fittings. 

B. Mechanical-Joint Piping: 

1. Pipe:  AWWA C151, with bolt holes in bell. 
2. Standard Fittings:  AWWA C110, ductile or gray iron, with bolt holes in bell. 
3. Compact Fittings:  AWWA C153, with bolt holes in bells. 
4. Glands:  Cast or ductile iron; with bolt holes and high-strength, cast-iron or high-strength, 

low-alloy steel bolts and nuts. 
5. Gaskets:  AWWA C111, rubber, of shape matching pipe, fittings, and glands. 

2.3 PVC PIPE AND FITTINGS 

A. PVC Type PSM Sewer Piping: 
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1. Pipe:  ASTM D 3034, SDR 35, PVC Type PSM sewer pipe with bell-and-spigot ends for 
gasketed joints. 

2. Fittings:  ASTM D 3034, PVC with bell ends. 
3. Gaskets:  ASTM F 477, elastomeric seals. 

B. PVC Water-Service Piping: 

1. Pipe:  ASTM D 1785, D 1784 and F 441, Schedule 40 and Schedule 80 PVC, with plain 
ends for solvent-cemented joints. 

2. Fittings:  ASTM D 2466, Schedule 40 and ASTM D 2467, Schedule 80 PVC, socket type. 

2.4 CLEANOUTS 

A. PVC Cleanouts: 

1. Manufacturers:  Subject to compliance with requirements of local governing authority. 
Available manufacturers offering products that may be incorporated into the Work 
include, but are not limited to, the following: 

a. Canplas LLC. 
b. IPS Corporation. 
c. NDS. 
d. Plastic Oddities; a division of Diverse Corporate Technologies, Inc. 
e. Sioux Chief Manufacturing Company, Inc. 
f. Zurn Light Commercial Products Operation; Zurn Plumbing Products Group. 

2. Description:  PVC body with bronze slotted plug.  Include PVC sewer pipe fitting and riser 
to cleanout of same material as sewer piping. 

2.5 MANHOLES 

A. Standard Precast Concrete Manholes: 

1. Description:  ASTM C 478, precast, reinforced concrete, of depth indicated, with provision 
for sealant joints. 

2. Diameter:  48 inches minimum unless otherwise indicated. 
3. Ballast:  Increase thickness of precast concrete sections or add concrete to base section, 

as required to prevent flotation. 
4. Base Section:  6-inch minimum thickness for floor slab and 6-inch minimum thickness for 

walls and base riser section, and separate base slab or base section with integral floor 
unless otherwise indicated by local governing authority. 

5. Riser Sections:  5-inch minimum thickness, of length to provide depth indicated. 
6. Top Section:  Eccentric-cone type unless concentric-cone or flat-slab-top type is 

indicated; with top of cone of size that matches grade rings. 
7. Joint Sealant:  ASTM C 990, bitumen or butyl rubber.  All exterior joints shall be wrapped 

for a width of 8-inches. 
8. Resilient Pipe Connectors:  ASTM C 923, cast or fitted into manhole walls, for each pipe 

connection. 
9. Steps:  Per City of Raleigh standard detail.  Cast or anchor steps into sidewalls at 12- to 

16-inch intervals.  Omit steps if total depth from floor of manhole to finished grade is less 
than 36 inches.   
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10. Adjusting Rings:  Interlocking HDPE rings, with level or sloped edge in thickness and 
diameter matching manhole frame and cover, and with height as required to adjust 
manhole frame and cover to indicated elevation and slope.  Include sealant 
recommended by ring manufacturer. 

11. Grade Rings:  Reinforced-concrete rings, 6- to 9-inch total thickness, to match diameter 
of manhole frame and cover, and height as required to adjust manhole frame and cover 
to indicated elevation and slope.  Grade rings to be provided on structures within 12-
inches from finished grade unless limited by design. 

12. Flexible Rubber Pipe Boot:  ASTM C923, a flexible rubber boot shall be supplied with the 
manholes to tie the pipe to the barrel section. 

B. Designed Precast Concrete Manholes: 

1. Description:  ASTM C 913; designed according to ASTM C 890 for A-16 (ASSHTO HS20-
44), heavy-traffic, structural loading; of depth, shape, and dimensions indicated, with 
provision for sealant joints. 

2. Ballast:  Increase thickness of one or more precast concrete sections or add concrete to 
manhole as required to prevent flotation. 

3. Joint Sealant:  ASTM C 990, bitumen or butyl rubber. 
4. Resilient Pipe Connectors:  ASTM C 923, cast or fitted into manhole walls, for each pipe 

connection. 
5. Steps:  Per City of Raleigh standard detail.  Cast or anchor steps into sidewalls at 12- to 

16-inch intervals.  Omit steps if total depth from floor of manhole to finished grade is less 
than 36 inches.  

6. Adjusting Rings:  Interlocking HDPE rings, with level or sloped edge in thickness and 
diameter matching manhole frame and cover, and with height as required to adjust 
manhole frame and cover to indicated elevation and slope.  Include sealant 
recommended by ring manufacturer. 

7. Grade Rings:  Reinforced-concrete rings, 6- to 9-inch total thickness, to match diameter 
of manhole frame and cover, and height as required to adjust manhole frame and cover 
to indicated elevation and slope.  Grade rings to be provided on structures within 12-
inches from finished grade unless limited by design. 

C. Manhole Frames and Covers: 

1. Description:  Ferrous; 22-inch ID by 7- to 9-inch riser, with 4-inch minimum-width flange 
and 23 1/2-inch diameter cover.  Include indented top design with lettering cast into 
cover, using wording equivalent to "SANITARY SEWER” per City of Raleigh detail.  

2. Material:  ASTM A 536, Grade 60-40-18 ductile iron unless otherwise indicated. 

2.6 CONCRETE 

A. General:  Cast-in-place concrete complying with ACI 318, ACI 350/350R, and the following: 

1. Cement:  ASTM C 150, Type I. 
2. Fine Aggregate:  ASTM C 33, sand. 
3. Coarse Aggregate:  ASTM C 33, crushed gravel. 
4. Water:  Potable. 

B. Portland Cement Design Mix:  4000 psi minimum, with 0.45 maximum water/cementitious 
materials ratio. 
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1. Reinforcing Fabric:  ASTM A 185/A 185M, steel, welded wire fabric, plain. 
2. Reinforcing Bars:  ASTM A 615/A 615M, Grade 60 (420 MPa) deformed steel. 

C. Manhole Channels and Benches:  Factory or field formed from concrete.  Portland cement 
design mix, 4000 psi minimum, with 0.45 maximum water/cementitious materials ratio.  Include 
channels and benches in manholes. 

1. Channels:  Concrete invert, formed to same width as connected piping, with height of 
vertical sides to three-fourths of pipe diameter.  Form curved channels with smooth, 
uniform radius and slope. 

a. Invert Slope:  2 percent through manhole. 

2. Benches:  Concrete, sloped to drain into channel. 

a. Slope:  60 degrees unless indicated otherwise by the local governing authority. 

D. Ballast and Pipe Supports:  Portland cement design mix, 3000 psi minimum, with 0.58 
maximum water/cementitious materials ratio. 

1. Reinforcing Fabric:  ASTM A 185/A 185M, steel, welded wire fabric, plain. 
2. Reinforcing Bars:  ASTM A 615/A 615M, Grade 60 (420 MPa) deformed steel. 

PART 3 - EXECUTION 

3.1 EARTHWORK 

A. Excavating, trenching, and backfilling are specified in Division 31 Section "Earth Moving." 

3.2 PIPING INSTALLATION 

A. General Locations and Arrangements:  Drawing plans and details indicate general location and 
arrangement of underground sanitary sewer piping.  Location and arrangement of piping layout 
take into account design considerations.  Install piping as indicated, to extent practical.  Where 
specific installation is not indicated, follow piping manufacturer's written instructions. 

B. Install piping beginning at low point, true to grades and alignment indicated with unbroken 
continuity of invert.  Place bell ends of piping facing upstream.  Install gaskets, seals, sleeves, 
and couplings according to manufacturer's written instructions for using lubricants, cements, 
and other installation requirements. 

C. Install manholes for changes in direction unless fittings are indicated.  Use fittings for branch 
connections unless direct tap into existing sewer is indicated. 

D. Install proper size increasers, reducers, and couplings where different sizes or materials of 
pipes and fittings are connected.  Reducing size of piping in direction of flow is prohibited. 

E. When installing pipe under streets or other obstructions that cannot be disturbed, use pipe-
jacking process of microtunneling. 
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F. Install gravity-flow, nonpressure, drainage piping according to the following: 

1. Install piping pitched down in direction of flow, at minimum slope of 2 percent unless 
otherwise indicated. 

2. Install ductile-iron, gravity sewer piping according to ASTM A 746. 

G. Install force-main, pressure piping according to the following:. 

1. Install PVC water-service piping according to ASTM D 2774 and ASTM F 1668. 

H. Install corrosion-protection piping encasement over the following underground metal piping 
according to ASTM A 674 or AWWA C105: 

1. Ductile-iron pipe and fittings. 
2. Expansion joints and deflection fittings. 

I. Clear interior of piping and manholes of dirt and superfluous material as work progresses.  
Maintain swab or drag in piping, and pull past each joint as it is completed.  Place plug in end of 
incomplete piping at end of day and when work stops. 

3.3 PIPE JOINT CONSTRUCTION 

A. Join gravity-flow, nonpressure, drainage piping according to the following: 
 

1. Join ductile-iron, gravity sewer piping according to AWWA C600 for push-on joints. 
2. Join PVC Type PSM sewer piping according to ASTM D 2321 and ASTM D 3034 for 

elastomeric-seal joints or ASTM D 3034 for elastomeric-gasket joints. 

B. Join force-main, pressure piping according to the following: 
 

1. Join PVC water-service piping according to ASTM D 2855. 

C. Pipe couplings, expansion joints, and deflection fittings with pressure ratings at least equal to 
piping rating may be used in applications below unless otherwise indicated. 

1. Use nonpressure flexible couplings where required to join gravity-flow, nonpressure 
sewer piping unless otherwise indicated. 

a. Unshielded flexible couplings for pipes of same or slightly different OD. 
b. Unshielded, increaser/reducer-pattern, flexible couplings for pipes with different 

OD. 
c. Ring-type flexible couplings for piping of different sizes where annular space 

between smaller piping's OD and larger piping's ID permits installation. 

3.4 MANHOLE INSTALLATION 

A. General:  Install manholes complete with appurtenances and accessories indicated. 

B. Install precast concrete manhole sections with sealants according to ASTM C 891. 

C. Install FRP manholes according to manufacturer's written instructions. 
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D. Form continuous concrete channels and benches between inlets and outlet. 

E. Set tops of frames and covers flush with finished surface of manholes that occur in pavements.  
Set tops 12-inches above finished surface elsewhere unless otherwise indicated. 

F. Install manhole-cover inserts in frame and immediately below cover. 

3.5 CONCRETE PLACEMENT 

A. Place cast-in-place concrete according to ACI 318. 

3.6 CLEANOUT INSTALLATION 

A. Install cleanouts and riser extensions from sewer pipes to cleanouts at grade.  Use cast-iron soil 
pipe fittings in sewer pipes at branches for cleanouts, and use cast-iron soil pipe for riser 
extensions to cleanouts.  Install piping so cleanouts open in direction of flow in sewer pipe. 

1. Use Light-Duty, top-loading classification cleanouts in earth or unpaved foot-traffic areas. 
2. Use Heavy-Duty, top-loading classification cleanouts in vehicle-traffic service areas. 

B. Set cleanout frames and covers in earth in cast-in-place-concrete block, 18 by 18 by 6 inches 
deep.  Set with tops flush with surrounding finished earth grade. 

C. Set cleanout frames and covers in concrete pavement and roads with tops flush with pavement 
surface. 

3.7 CONNECTIONS 

A. Connect nonpressure, gravity-flow drainage piping to building's sanitary building drains.   

B. Make connections to existing piping and underground manholes. 

1. Use commercially manufactured wye fittings for piping branch connections.  Remove 
section of existing pipe, install wye fitting into existing piping, and encase entire wye 
fitting plus 6-inch overlap with not less than 6 inches of concrete with 28-day compressive 
strength of 3000 psi. 

2. Make branch connections from side into existing piping, NPS 4 to NPS 20.  Remove 
section of existing pipe, install wye fitting into existing piping, and encase entire wye with 
not less than 6 inches of concrete with 28-day compressive strength of 3000 psi. 

3. Make branch connections from side into existing piping, NPS 21 or larger, or to 
underground manholes by cutting opening into existing unit large enough to allow 3 
inches of concrete to be packed around entering connection.  Cut end of connection pipe 
passing through pipe or structure wall to conform to shape of and be flush with inside wall 
unless otherwise indicated.  On outside of pipe or manhole wall, encase entering 
connection in 6 inches of concrete for minimum length of 12 inches to provide additional 
support of collar from connection to undisturbed ground. 

a. Use concrete that will attain a minimum 28-day compressive strength of 3000 psi 
unless otherwise indicated. 
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b. Use epoxy-bonding compound as interface between new and existing concrete 
and piping materials. 

4. Protect existing piping and manholes to prevent concrete or debris from entering while 
making tap connections.  Remove debris or other extraneous material that may 
accumulate. 

3.8 CLOSING ABANDONED SANITARY SEWER SYSTEMS 

A. Abandoned Piping:  Close open ends of abandoned underground piping indicated to remain in 
place.  Include closures strong enough to withstand hydrostatic and earth pressures that may 
result after ends of abandoned piping have been closed.  Use either procedure below or as 
directed by local governing authority: 

1. Close open ends of piping with at least 8-inch thick, brick masonry bulkheads. 
2. Close open ends of piping with threaded metal caps, plastic plugs, or other acceptable 

methods suitable for size and type of material being closed.  Do not use wood plugs. 

B. Abandoned Manholes:  Excavate around manhole as required and use either procedure below: 

1. Remove manhole and close open ends of remaining piping. 
2. Remove top of manhole down to at least 48 inches below final grade.  Fill to within 12 

inches of top with stone, rubble, gravel, or compacted dirt.  Fill to top with concrete. 

C. Backfill to grade according to Division 31 Section "Earth Moving." 

3.9 IDENTIFICATION 

A. Materials and their installation are specified in Division 31 Section "Earth Moving." Arrange for 
installation of green warning tapes directly over piping and at outside edges of underground 
manholes. 

1. Use metallic detectable warning tape over ferrous and nonferrous piping and edges of 
underground manholes. 

2. Detectable warning tape shall be installed at a minimum bury depth of 6 inches below 
finished grade. 

3.10 FIELD QUALITY CONTROL 

A. Inspect interior of piping to determine whether line displacement or other damage has occurred.  
Inspect after approximately 24 inches of backfill is in place, and again at completion of Project. 

1. Submit separate report for each system inspection. 
2. Defects requiring correction include the following: 

a. Alignment:  Less than full diameter of inside of pipe is visible between structures. 
b. Deflection:  Flexible piping with deflection that prevents passage of ball or cylinder 

of size not less than 92.5 percent of piping diameter. 
c. Damage:  Crushed, broken, cracked, or otherwise damaged piping. 
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d. Infiltration:  Water leakage into piping. 
e. Exfiltration:  Water leakage from or around piping. 

3. Replace defective piping using new materials, and repeat inspections until defects are 
within allowances specified. 

4. Reinspect and repeat procedure until results are satisfactory. 
5. Perform camera review per City requirements. 

B. Test new piping systems, and parts of existing systems that have been altered, extended, or 
repaired, for leaks and defects. 

1. Do not enclose, cover, or put into service before inspection and approval. 
2. Test completed piping systems according to requirements of authorities having 

jurisdiction. 
3. Schedule tests and inspections by authorities having jurisdiction with at least 24 hours' 

advance notice. 
4. Submit separate report for each test. 
5. Hydrostatic Tests:  Test sanitary sewerage according to requirements of authorities 

having jurisdiction and the following: 

a. Fill sewer piping with water.  Test with pressure of at least 10-foot head of water, 
and maintain such pressure without leakage for at least 15 minutes. 

b. Close openings in system and fill with water. 
c. Purge air and refill with water. 
d. Disconnect water supply. 
e. Test and inspect joints for leaks. 

6. Air Tests:  Test sanitary sewerage according to requirements of authorities having 
jurisdiction, UNI-B-6, and the following: 

a. Option:  Test plastic gravity sewer piping according to ASTM F 1417. 

7. Manholes:  Perform hydraulic test according to ASTM C 969. 

C. Leaks and loss in test pressure constitute defects that must be repaired. 

D. Replace leaking piping using new materials, and repeat testing until leakage is within 
allowances specified. 

3.11 CLEANING 

A. Clean dirt and superfluous material from interior of piping.  Flush with potable water. 

END OF SECTION 221313 



Elm Street Center Hotel & Parking Deck   October 31, 2017 
Greensboro, NC  Design Development  

Kimley-Horn and Associates, Inc.  Project No. 011462047   

 

 
SITE CLEARING                     311000 - 1 
 

 

SECTION 311000 - SITE CLEARING 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and Division 01 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. Section Includes: 

1. Protecting existing vegetation to remain. 
2. Removing existing vegetation. 
3. Clearing and grubbing. 
4. Stripping and stockpiling topsoil. 
5. Removing above- and below-grade site improvements. 
6. Disconnecting, capping or sealing, removing site utilities, and abandoning site utilities in 

place. 
7. Temporary erosion- and sedimentation-control measures. 

B. Related Sections: 

1. Division 01 Section "Temporary Facilities and Controls" for temporary utility services, 
construction and support facilities, security and protection facilities, and temporary 
erosion- and sedimentation-control measures. 

2. Division 01 Section "Execution" for field engineering and surveying. 
3. Division 31 Section “Erosion and Sedimentation Control” for wind and stormwater 

sediment control pollution. 

1.3 DEFINITIONS 

A. Subsoil:  All soil beneath the topsoil layer of the soil profile, and typified by the lack of organic 
matter and soil organisms. 

B. Surface Soil:  Soil that is present at the top layer of the existing soil profile at the Project site.  In 
undisturbed areas, the surface soil is typically topsoil; but in disturbed areas such as urban 
environments, the surface soil can be subsoil. 

C. Topsoil:  Top layer of the soil profile consisting of existing native surface topsoil or existing in-
place surface soil and is the zone where plant roots grow.  Its appearance is generally friable, 
pervious, and black or a darker shade of brown, gray, or red than underlying subsoil; reasonably 
free of subsoil, clay lumps, gravel, and other objects more than 2 inches in diameter; and free of 
subsoil and weeds, roots, toxic materials, or other nonsoil materials. 

D. Plant-Protection Zone:  Area surrounding individual trees, groups of trees, shrubs, or other 
vegetation to be protected during construction, and indicated on Drawings. 
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E. Tree-Protection Zone:  Area surrounding individual trees or groups of trees to be protected 
during construction, and indicated on Drawings defined by a circle concentric with each tree 
with a radius 1.5 times the diameter of the drip line unless otherwise indicated on plans. 

F. Vegetation:  Trees, shrubs, groundcovers, grass, and other plants. 

1.4 MATERIAL OWNERSHIP 

A. Except for stripped topsoil and other materials indicated to be stockpiled or otherwise remain 
Owner's property, cleared materials shall become Contractor's property and shall be removed 
from Project site. 

1.5 SUBMITTALS 

A. Existing Conditions:  Documentation of existing trees and plantings, adjoining construction, and 
site improvements that establishes preconstruction conditions that might be misconstrued as 
damage caused by site clearing. 

1. Use sufficiently detailed photographs or videotape. 
2. Include plans and notations to indicate specific wounds and damage conditions of each 

tree or other plants designated to remain. 

B. Record Drawings:  Identifying and accurately showing locations of capped utilities and other 
subsurface structural, electrical, and mechanical conditions. 

1.6 PROJECT CONDITIONS 

A. Traffic:  Minimize interference with adjoining roads, streets, walks, and other adjacent occupied 
or used facilities during site-clearing operations. 

1. Do not close or obstruct streets, walks, or other adjacent occupied or used facilities 
without permission from Owner and authorities having jurisdiction. 

2. Provide alternate routes around closed or obstructed traffic ways if required by Owner or 
authorities having jurisdiction. 

B. Salvable Improvements:  Carefully remove items indicated to be salvaged and store on project 
site. 

C. Utility Locator Service:  Notify ULOCO for area where Project is located before site clearing. 

D. Do not commence site clearing operations until temporary erosion- and sedimentation-control 
and tree protection measures are in place. 

E. The following practices are prohibited within protection zones: 

1. Storage of construction materials, debris, or excavated material. 
2. Parking vehicles or equipment. 
3. Foot traffic. 
4. Erection of sheds or structures. 
5. Impoundment of water. 
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6. Excavation or other digging unless otherwise indicated. 
7. Attachment of signs to or wrapping materials around trees or plants unless otherwise 

indicated. 

F. Do not direct vehicle or equipment exhaust towards protection zones. 

G. Prohibit heat sources, flames, ignition sources, and smoking within or near protection zones. 

H. Soil Stripping, Handling, and Stockpiling:  Perform only when the topsoil is dry or slightly moist. 

PART 2 - PRODUCTS 

2.1 MATERIALS 

A. Satisfactory Soil Material:  Requirements for satisfactory soil material are specified in 
Division 31 Section "Earth Moving." 

1. Obtain approved borrow soil material off-site when satisfactory soil material is not 
available on-site. 

PART 3 - EXECUTION 

3.1 PREPARATION 

A. Protect and maintain benchmarks and survey control points from disturbance during 
construction. 

B. Locate and clearly identify trees, shrubs, and other vegetation to remain or to be relocated.  
Wrap a 1-inch blue vinyl tie tape flag around each tree trunk at 54 inches above the ground. 

C. Protect existing site improvements to remain from damage during construction. 

1. Restore damaged improvements to their original condition, as acceptable to Owner. 

3.2 TEMPORARY EROSION AND SEDIMENTATION CONTROL 

A. Provide temporary erosion- and sedimentation-control measures to prevent soil erosion and 
discharge of soil-bearing water runoff or airborne dust to adjacent properties and walkways, 
according to erosion- and sedimentation-control Drawings and requirements of authorities 
having jurisdiction. 

B. Verify that flows of water redirected from construction areas or generated by construction 
activity do not enter or cross protection zones. 

C. Inspect, maintain, and repair erosion- and sedimentation-control measures during construction 
until permanent vegetation has been established. 
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D. Remove erosion and sedimentation controls and restore and stabilize areas disturbed during 
removal. 

3.3 TREE AND PLANT PROTECTION 

A. Repair or replace trees, shrubs, and other vegetation indicated to remain or be relocated that 
are damaged by construction operations, in a manner approved by Architect. 

3.4 EXISTING UTILITIES 

A. Locate, identify, disconnect, and seal or cap utilities indicated to be removed or abandoned in 
place. 

1. Coordinate with Owner prior to shutting off any utilities. 
2. Arrange with utility companies to shut off indicated utilities. 

B. Locate, identify, and disconnect utilities indicated to be abandoned in place. 

C. Interrupting Existing Utilities:  Do not interrupt utilities serving facilities occupied by Owner or 
others unless permitted under the following conditions and then only after arranging to provide 
temporary utility services according to requirements indicated: 

1. Notify Owner and Architect not less than two days in advance of proposed utility 
interruptions. 

2. Do not proceed with utility interruptions without Architect's written permission. 

D. Excavate for and remove underground utilities indicated to be removed. 

E. Removal of underground utilities is included in Division 22 Section. 

3.5 CLEARING AND GRUBBING 

A. Remove obstructions, trees, shrubs, and other vegetation to permit installation of new 
construction. 

1. Do not remove trees, shrubs, and other vegetation indicated to remain or to be relocated. 
2. Grind down stumps and remove roots, obstructions, and debris to a depth of 18 inches 

below exposed subgrade. 
3. Use only hand methods for grubbing within protection zones. 
4. Chip removed tree branches and dispose of off-site. 

B. Fill depressions caused by clearing and grubbing operations with satisfactory soil material 
unless further excavation or earthwork is indicated. 

1. Place fill material in horizontal layers not exceeding a loose depth of 8 inches, and 
compact each layer to a density equal to adjacent original ground. 
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3.6 TOPSOIL STRIPPING 

A. Remove sod and grass before stripping topsoil. 

B. Strip topsoil to depth of 6 inches in a manner to prevent intermingling with underlying subsoil or 
other waste materials. 

1. Remove subsoil and nonsoil materials from topsoil, including clay lumps, gravel, and 
other objects more than 2 inches in diameter; trash, debris, weeds, roots, and other 
waste materials. 

C. Stockpile topsoil away from edge of excavations without intermixing with subsoil.  Grade and 
shape stockpiles to drain surface water.  Cover to prevent windblown dust and erosion by water. 

1. Limit height of topsoil stockpiles to 72 inches. 
2. Do not stockpile topsoil within protection zones. 
3. Dispose of surplus topsoil.  Surplus topsoil is that which exceeds quantity indicated to be 

stockpiled or reused. 
4. Stockpile surplus topsoil to allow for respreading deeper topsoil. 

3.7 SITE IMPROVEMENTS 

A. Remove existing above- and below-grade improvements as indicated and necessary to facilitate 
new construction. 

B. Remove slabs, paving, curbs, gutters, and aggregate base as indicated. 

1. Unless existing full-depth joints coincide with line of demolition, neatly saw-cut along line 
of existing pavement to remain before removing adjacent existing pavement.  Saw-cut 
faces vertically. 

2. Paint cut ends of steel reinforcement in concrete to remain with two coats of antirust 
coating, following coating manufacturer's written instructions.  Keep paint off surfaces 
that will remain exposed. 

3.8 DISPOSAL OF SURPLUS AND WASTE MATERIALS 

A. Remove surplus soil material, unsuitable topsoil, obstructions, demolished materials, and waste 
materials including trash and debris, and legally dispose of them off Owner's property. 

B. Separate recyclable materials produced during site clearing from other nonrecyclable materials.  
Store or stockpile without intermixing with other materials and transport them to recycling 
facilities.  Do not interfere with other Project work. 

END OF SECTION 311000 
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SECTION 312000 - EARTH MOVING 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and Division 01 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. Section Includes: 

1. Preparing subgrades for slabs-on-grade, walks, pavements, turf and grasses, and plants. 
2. Excavating and backfilling for buildings and structures. 
3. Drainage course for concrete slabs-on-grade. 
4. Subbase course for concrete walks and pavements. 
5. Subbase course and base course for asphalt paving. 
6. Subsurface drainage backfill for walls and trenches. 
7. Excavating and backfilling trenches for utilities and pits for buried utility structures. 

B. Related Sections: 

1. Division 01 Section "Construction Progress Documentation” for recording pre-excavation 
and earth moving progress. 

2. Division 01 Section "Temporary Facilities and Controls" for temporary controls, utilities, 
and support facilities; also for temporary site fencing if not in another Section. 

3. Division 03 Section "Cast-in-Place Concrete" for granular course if placed over vapor 
retarder and beneath the slab-on-grade.  

4. Division 22 for installing underground water and sanitary sewer utilities. 
5. Division 26 for installing underground electrical utilities and buried electrical structures. 
6. Division 31 Section "Site Clearing" for site stripping, grubbing, stockpiling topsoil, and 

removal of above- and below-grade improvements and utilities. 
7. Division 31 Section “Erosion and Sedimentation Control” for wind and stormwater 

sediment control prevention. 
8. Division 33 Section "Subdrainage" for drainage of foundations, walls, and landscaped 

areas.  
 

1.3 DEFINITIONS 

A. Backfill:  Soil material or controlled low-strength material used to fill an excavation. 

1. Initial Backfill:  Backfill placed beside and over pipe in a trench, including haunches to 
support sides of pipe. 

2. Final Backfill:  Backfill placed over initial backfill to fill a trench. 

B. Base Course:  Aggregate layer placed between the subbase course and hot-mix asphalt paving. 
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C. Bedding Course:  Aggregate layer placed over the excavated subgrade in a trench before laying 
pipe. 

D. Borrow Soil:  Satisfactory soil imported from off-site for use as fill or backfill. 

E. Drainage Course:  Aggregate layer supporting the slab-on-grade that also minimizes upward 
capillary flow of pore water. 

F. Excavation:  Removal of material encountered above subgrade elevations and to lines and 
dimensions indicated. 

1. Authorized Additional Excavation:  Excavation below subgrade elevations or beyond 
indicated lines and dimensions as directed by Architect.  Authorized additional excavation 
and replacement material will be paid for according to Contract provisions for unit prices. 

2. Bulk Excavation:  Excavation more than 10 feet in width and more than 30 feet in length. 
3. Unauthorized Excavation:  Excavation below subgrade elevations or beyond indicated 

lines and dimensions without direction by Architect.  Unauthorized excavation, as well as 
remedial work directed by Architect, shall be without additional compensation. 

G. Fill:  Soil materials used to raise existing grades. 

H. Rock:  Rock material in beds, ledges, unstratified masses, conglomerate deposits, and boulders 
of rock material that exceed 1 cu. yd. for bulk excavation or 3/4 cu. yd. for footing, trench, and 
pit excavation that cannot be removed by rock excavating equipment equivalent to the following 
in size and performance ratings, without systematic drilling, ram hammering, ripping, or blasting, 
when permitted: 

1. Excavation of Footings, Trenches, and Pits:  Late-model, track-mounted hydraulic 
excavator; equipped with a 42-inch- wide, maximum, short-tip-radius rock bucket; rated at 
not less than 138-hp flywheel power with bucket-curling force of not less than 28,700 lbf 
and stick-crowd force of not less than 18,400 lbf with extra-long reach boom; measured 
according to SAE J-1179. 

2. Bulk Excavation:  Late-model, track-mounted loader; rated at not less than 230-hp  
flywheel power and developing a minimum of 47,992-lbf  breakout force with a general-
purpose bare bucket; measured according to SAE J-732. 

I. Rock:  Rock material in beds, ledges, unstratified masses, conglomerate deposits, and boulders 
of rock material 3/4 cu. yd. or more in volume that exceed a standard penetration resistance of 
100 blows/2 inches when tested by a geotechnical testing agency, according to ASTM D 1586. 

J. Structures:  Buildings, footings, foundations, retaining walls, slabs, tanks, curbs, mechanical 
and electrical appurtenances, or other man-made stationary features constructed above or 
below the ground surface. 

K. Subbase Course:  Aggregate layer placed between the subgrade and base course for hot-mix 
asphalt pavement, or aggregate layer placed between the subgrade and a cement concrete 
pavement or a cement concrete or hot-mix asphalt walk. 

L. Subgrade:  Uppermost surface of an excavation or the top surface of a fill or backfill 
immediately below subbase, drainage fill, drainage course, or topsoil materials. 

M. Utilities:  On-site underground pipes, conduits, ducts, and cables, as well as underground 
services within buildings. 
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1.4 SUBMITTALS 

A. Product Data:  For each type of the following manufactured products required: 

1. Geotextiles. 
2. Controlled low-strength material, including design mixture. 
3. Geofoam. 
4. Warning tapes. 

B. Samples for Verification:  For the following products, in sizes indicated below: 

1. Geotextile:  12 by 12 inches. 
2. Warning Tape:  12 inches long; of each color. 

C. Qualification Data:  For qualified testing agency. 

D. Material Test Reports:  For each on-site soil material proposed for fill and backfill as follows: 

1. Classification according to ASTM D 2487. 
2. Laboratory compaction curve according to ASTM D 698 or ASTM D 1557. 

1.5 QUALITY ASSURANCE 

A. Geotechnical Testing Agency Qualifications:  Qualified according to ASTM E 329 and 
ASTM D 3740 for testing indicated. 

1.6 PROJECT CONDITIONS 

A. Traffic:  Minimize interference with adjoining roads, streets, walks, and other adjacent occupied 
or used facilities during earth moving operations. 

1. Do not close or obstruct streets, walks, or other adjacent occupied or used facilities 
without permission from Owner and authorities having jurisdiction. 

2. Provide alternate routes around closed or obstructed traffic ways if required by Owner or 
authorities having jurisdiction. 

B. Utility Locator Service:  Notify “ULOCO” for area where Project is located before beginning earth 
moving operations. 

C. Do not commence earth moving operations until temporary erosion- and sedimentation-control 
measures, specified in Division 31 Section "Erosion and Sedimentation Control" are in place. 

D. The following practices are prohibited within protection zones: 

1. Storage of construction materials, debris, or excavated material. 
2. Parking vehicles or equipment. 
3. Foot traffic. 
4. Erection of sheds or structures. 
5. Impoundment of water. 
6. Excavation or other digging unless otherwise indicated. 
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7. Attachment of signs to or wrapping materials around trees or plants unless otherwise 
indicated. 

E. Do not direct vehicle or equipment exhaust towards protection zones. 

F. Prohibit heat sources, flames, ignition sources, and smoking within or near protection zones. 

PART 2 - PRODUCTS 

2.1 SOIL MATERIALS 

A. General:  Provide borrow soil materials when sufficient satisfactory soil materials are not 
available from excavations. 

B. Satisfactory Soils:  Soil Classification Groups SM, SC, ML, and CL according to ASTM D 2487, 
or a combination of these groups; free of rock or gravel larger than 3 inches in any dimension, 
debris, waste, frozen materials, vegetation, and other deleterious matter. 

1. Compacted to not less than 95% of the Standard Proctor maximum dry density except 
under building pads and within final foot of pavement areas where this requirement 
should be increased to 98% of the Standard Proctor maximum. 

C. Unsatisfactory Soils:  Soil Classification Groups GC, OL, CH, MH, OH, and PT according to 
ASTM D 2487, or a combination of these groups. 

1. Unsatisfactory soils also include satisfactory soils not maintained within 2 percent of 
optimum moisture content at time of compaction. 

D. Subbase Material:  Naturally or artificially graded mixture of natural or crushed gravel, crushed 
stone, and natural or crushed sand; ASTM D 2940; with at least 90 percent passing a 1-1/2-inch 
sieve and not more than 12 percent passing a No. 200  sieve. 

E. Base Course:  Naturally or artificially graded mixture of natural or crushed gravel, crushed 
stone, and natural or crushed sand; ASTM D 2940; with at least 95 percent passing a 1-1/2-inch 
sieve and not more than 8 percent passing a No. 200 sieve. 

F. Engineered Fill:  Naturally or artificially graded mixture of natural or crushed gravel, crushed 
stone, and natural or crushed sand; ASTM D 2940; with at least 90 percent passing a 1-1/2-inch 
sieve and not more than 12 percent passing a No. 200 sieve. 

G. Bedding Course:  Naturally or artificially graded mixture of natural or crushed gravel, crushed 
stone, and natural or crushed sand; ASTM D 2940; except with 100 percent passing a 1-inch 
sieve and not more than 8 percent passing a No. 200 sieve. 

H. Drainage Course:  Narrowly graded mixture of washed crushed stone, or crushed or uncrushed 
gravel; ASTM D 448; coarse-aggregate grading Size 57; with 100 percent passing a 1-1/2-inch 
sieve and 0 to 5 percent passing a No. 8 sieve. 
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I. Filter Material:  Narrowly graded mixture of natural or crushed gravel, or crushed stone and 
natural sand; ASTM D 448; coarse-aggregate grading Size 67; with 100 percent passing a 1-
inch sieve and 0 to 5 percent passing a No. 4 sieve. 

J. Sand:  ASTM C 33; fine aggregate. 

K. Impervious Fill:  Clayey gravel and sand mixture capable of compacting to a dense state. 

2.2 GEOTEXTILES 

A. Subsurface Drainage Geotextile:  Nonwoven needle-punched geotextile, manufactured for 
subsurface drainage applications, made from polyolefins or polyesters; with elongation greater 
than 50 percent; complying with AASHTO M 288 and the following, measured per test methods 
referenced: 

1. Survivability:  Class 2; AASHTO M 288. 
2. Grab Tensile Strength:  157 lbf; ASTM D 4632. 
3. Sewn Seam Strength:  142 lbf; ASTM D 4632. 
4. Tear Strength:  56 lbf; ASTM D 4533. 
5. Puncture Strength:  56 lbf; ASTM D 4833. 
6. Apparent Opening Size:  No. 70 sieve, maximum; ASTM D 4751. 
7. Permittivity:  0.1 per second, minimum; ASTM D 4491. 
8. UV Stability:  50 percent after 500 hours' exposure; ASTM D 4355. 

B. Separation Geotextile:  Woven geotextile fabric, manufactured for separation applications, 
made from polyolefins or polyesters; with elongation less than 50 percent; complying with 
AASHTO M 288 and the following, measured per test methods referenced: 

1. Survivability:  Class 2; AASHTO M 288. 
2. Grab Tensile Strength:  247 lbf; ASTM D 4632. 
3. Sewn Seam Strength:  222 lbf; ASTM D 4632. 
4. Tear Strength:  90 lbf; ASTM D 4533. 
5. Puncture Strength:  90 lbf; ASTM D 4833. 
6. Apparent Opening Size:  No. 60 sieve, maximum; ASTM D 4751. 
7. Permittivity:  0.02 per second, minimum; ASTM D 4491. 
8. UV Stability:  50 percent after 500 hours' exposure; ASTM D 4355. 

2.3 CONTROLLED LOW-STRENGTH MATERIAL 

A. Controlled Low-Strength Material:  Self-compacting, low-density, flowable concrete material to 
be non-excavatable in accordance with 340-2 “NCDOT Standard Specifications for Road and 
Standards”, 2002. 

B. Produce low-density, controlled low-strength material with the following physical properties: 

1. As-Cast Unit Weight:  36 to 42 lb/cu. ft. at point of placement, when tested according to 
ASTM C 138/C 138M. 

2. Compressive Strength:  140 psi, when tested according to ASTM C 495. 

C. Produce conventional-weight, controlled low-strength material with 140-psi compressive 
strength when tested according to ASTM C 495. 
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2.4 ACCESSORIES 

A. Warning Tape:  Acid- and alkali-resistant, polyethylene film warning tape manufactured for 
marking and identifying underground utilities, 6 inches wide and 4 mils thick, continuously 
inscribed with a description of the utility; colored as follows: 

1. Red:  Electric. 
2. Yellow:  Gas, oil, steam, and dangerous materials. 
3. Orange:  Telephone and other communications. 
4. Blue:  Water systems. 
5. Green:  Sewer systems. 

B. Detectable Warning Tape:  Acid- and alkali-resistant, polyethylene film warning tape 
manufactured for marking and identifying underground utilities, a minimum of 6 inches wide and 
4 mils thick, continuously inscribed with a description of the utility, with metallic core encased in 
a protective jacket for corrosion protection, detectable by metal detector when tape is buried up 
to 30 inches deep; colored as follows: 

1. Red:  Electric. 
2. Yellow:  Gas, oil, steam, and dangerous materials. 
3. Orange:  Telephone and other communications. 
4. Blue:  Water systems. 
5. Green:  Sewer systems. 

PART 3 - EXECUTION 

3.1 PREPARATION 

A. Protect structures, utilities, sidewalks, pavements, and other facilities from damage caused by 
settlement, lateral movement, undermining, washout, and other hazards created by earth 
moving operations. 

B. Protect and maintain erosion and sedimentation controls during earth moving operations. 

C. Protect subgrades and foundation soils from freezing temperatures and frost.  Remove 
temporary protection before placing subsequent materials. 

3.2 DEWATERING 

A. Prevent surface water and ground water from entering excavations, from ponding on prepared 
subgrades, and from flooding Project site and surrounding area. 

B. Protect subgrades from softening, undermining, washout, and damage by rain or water 
accumulation. 

1. Reroute surface water runoff away from excavated areas.  Do not allow water to 
accumulate in excavations.  Do not use excavated trenches as temporary drainage 
ditches. 
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3.3 EXPLOSIVES 

A. Explosives:  Do not use explosives. 

3.4 EXCAVATION, GENERAL 

A. Unclassified Excavation:  Excavate to subgrade elevations regardless of the character of 
surface and subsurface conditions encountered.  Unclassified excavated materials may include 
rock, soil materials, and obstructions.  No changes in the Contract Sum or the Contract Time 
will be authorized for rock excavation or removal of obstructions. 

1. If excavated materials intended for fill and backfill include unsatisfactory soil materials 
and rock, replace with satisfactory soil materials. 

2. Remove rock to lines and grades indicated to permit installation of permanent 
construction without exceeding the following dimensions: 

a. 24 inches outside of concrete forms other than at footings. 
12 inches outside of concrete forms at footings. 

b. 6 inches outside of minimum required dimensions of concrete cast against grade. 
c. Outside dimensions of concrete walls indicated to be cast against rock without 

forms or exterior waterproofing treatments. 
d. 6 inches beneath bottom of concrete slabs-on-grade. 
e. 6 inches beneath pipe in trenches, and the greater of 24 inches wider than pipe or 

42 inches wide. 

3.5 EXCAVATION FOR WALKS AND PAVEMENTS 

A. Excavate surfaces under walks and pavements to indicated lines, cross sections, elevations, 
and subgrades. 

3.6 EXCAVATION FOR UTILITY TRENCHES 

A. Excavate trenches to indicated gradients, lines, depths, and elevations. 

1. Beyond building perimeter, excavate trenches to allow installation of top of pipe below 
frost line. 

B. Excavate trenches to uniform widths to provide the following clearance on each side of pipe or 
conduit.  Excavate trench walls vertically from trench bottom to 12 inches higher than top of pipe 
or conduit unless otherwise indicated. 

1. Clearance:  12 inches each side of pipe or conduit. 

C. Trench Bottoms:  Excavate and shape trench bottoms to provide uniform bearing and support of 
pipes and conduit.  Shape subgrade to provide continuous support for bells, joints, and barrels 
of pipes and for joints, fittings, and bodies of conduits.  Remove projecting stones and sharp 
objects along trench subgrade. 

1. For pipes and conduit less than 6 inches in nominal diameter, hand-excavate trench 
bottoms and support pipe and conduit on an undisturbed subgrade. 
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2. For pipes and conduit 6 inches or larger in nominal diameter, shape bottom of trench to 
support bottom 90 degrees of pipe or conduit circumference.  Fill depressions with 
tamped sand backfill. 

3. For flat-bottomed, multiple-duct conduit units, hand-excavate trench bottoms and support 
conduit on an undisturbed subgrade. 

4. Excavate trenches 6 inches deeper than elevation required in rock or other unyielding 
bearing material to allow for bedding course. 

D. Trench Bottoms:  Excavate trenches 4 inches deeper than bottom of pipe and conduit 
elevations to allow for bedding course.  Hand-excavate deeper for bells of pipe. 

1. Excavate trenches 6 inches deeper than elevation required in rock or other unyielding 
bearing material to allow for bedding course. 

E. Trenches in Tree- and Plant-Protection Zones: 

1. Hand-excavate to indicated lines, cross sections, elevations, and subgrades.  Use 
narrow-tine spading forks to comb soil and expose roots.  Do not break, tear, or chop 
exposed roots.  Do not use mechanical equipment that rips, tears, or pulls roots. 

2. Do not cut main lateral roots or taproots; cut only smaller roots that interfere with 
installation of utilities. 

3. Cut and protect roots according to requirements in Division 01 Section "Temporary Tree 
and Plant Protection." 

3.7 SUBGRADE INSPECTION 

A. Notify Architect when excavations have reached required subgrade. 

B. If Architect determines that unsatisfactory soil is present, continue excavation and replace with 
compacted backfill or fill material as directed. 

C. Proof-roll subgrade below the building slabs and pavements with a pneumatic-tired [and loaded 
10-wheel, tandem-axle dump truck weighing not less than 15 tons to identify soft pockets and 
areas of excess yielding.  Do not proof-roll wet or saturated subgrades. 

1. Completely proof-roll subgrade in one direction, repeating proof-rolling in direction 
perpendicular to first direction.  Limit vehicle speed to 3 mph. 

2. Excavate soft spots, unsatisfactory soils, and areas of excessive pumping or rutting, as 
determined by Architect, and replace with compacted backfill or fill as directed. 

D. Authorized additional excavation and replacement material will be paid for according to Contract 
provisions for unit prices. 

E. Reconstruct subgrades damaged by freezing temperatures, frost, rain, accumulated water, or 
construction activities, as directed by Architect, without additional compensation. 

3.8 UNAUTHORIZED EXCAVATION 

A. Fill unauthorized excavation under foundations or wall footings by extending bottom elevation of 
concrete foundation or footing to excavation bottom, without altering top elevation.  Lean 
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concrete fill, with 28-day compressive strength of 2500 psi, may be used when approved by 
Architect. 

1. Fill unauthorized excavations under other construction, pipe, or conduit as directed by 
Architect. 

3.9 STORAGE OF SOIL MATERIALS 

A. Stockpile borrow soil materials and excavated satisfactory soil materials without intermixing.  
Place, grade, and shape stockpiles to drain surface water.  Cover to prevent windblown dust. 

1. Stockpile soil materials away from edge of excavations.  Do not store within drip line of 
remaining trees. 

3.10 BACKFILL 

A. Place and compact backfill in excavations promptly, but not before completing the following: 

1. Construction below finish grade including, where applicable, subdrainage, dampproofing, 
waterproofing, and perimeter insulation. 

2. Surveying locations of underground utilities for Record Documents. 
3. Testing and inspecting underground utilities. 
4. Removing concrete formwork. 
5. Removing trash and debris. 
6. Removing temporary shoring and bracing, and sheeting. 
7. Installing permanent or temporary horizontal bracing on horizontally supported walls. 

B. Place backfill on subgrades free of mud, frost, snow, or ice. 

3.11 UTILITY TRENCH BACKFILL 

A. Place backfill on subgrades free of mud, frost, snow, or ice. 

B. Place and compact bedding course on trench bottoms and where indicated.  Shape bedding 
course to provide continuous support for bells, joints, and barrels of pipes and for joints, fittings, 
and bodies of conduits. 

C. Trenches under Footings:  Backfill trenches excavated under footings and within 18 inches of 
bottom of footings with satisfactory soil; fill with concrete to elevation of bottom of footings.  
Concrete is specified in Division 03 Section “Cast-in-Place Concrete” 

D. Trenches under Roadways:  Provide 4-inch- thick, concrete-base slab support for piping or 
conduit less than 30 inches below surface of roadways.  After installing and testing, completely 
encase piping or conduit in a minimum of 4 inches of concrete before backfilling or placing 
roadway subbase course.  Concrete is specified in Division 03 Section "Cast-in-Place 
Concrete." 

E. Backfill voids with satisfactory soil while removing shoring and bracing. 
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F. Place and compact initial backfill of subbase material and satisfactory soil, free of particles 
larger than 1 inch in any dimension, to a height of 12 inches over the pipe or conduit. 

1. Carefully compact initial backfill under pipe haunches and compact evenly up on both 
sides and along the full length of piping or conduit to avoid damage or displacement of 
piping or conduit.  Coordinate backfilling with utilities testing. 

G. Controlled Low-Strength Material:  Place initial backfill of controlled low-strength material to a 
height of 12 inches over the pipe or conduit.  Coordinate backfilling with utilities testing. 

H. Place and compact final backfill of satisfactory soil to final subgrade elevation. 

I. Controlled Low-Strength Material:  Place final backfill of controlled low-strength material to final 
subgrade elevation. 

J. Install detectable warning tape directly above utilities, 12 inches below finished grade, except 6 
inches below subgrade under pavements and slabs.  Detectable warning tape shall be minimum 
6” bury depth below finished grade.  

3.12 SOIL FILL 

A. Plow, scarify, bench, or break up sloped surfaces steeper than 1 vertical to 4 horizontal so fill 
material will bond with existing material. 

B. Place and compact fill material in layers to required elevations as follows: 

1. Under grass and planted areas, use satisfactory soil material. 
2. Under walks and pavements, use satisfactory soil material. 
3. Under steps and ramps, use engineered fill. 
4. Under building slabs, use engineered fill. 
5. Under footings and foundations, use engineered fill. 

C. Place soil fill on subgrades free of mud, frost, snow, or ice. 

3.13 SOIL MOISTURE CONTROL 

A. Uniformly moisten or aerate subgrade and each subsequent fill or backfill soil layer before 
compaction to within 2 percent of optimum moisture content. 

1. Do not place backfill or fill soil material on surfaces that are muddy, frozen, or contain 
frost or ice. 

2. Remove and replace, or scarify and air dry, otherwise satisfactory soil material that 
exceeds optimum moisture content by 2 percent and is too wet to compact to specified 
dry unit weight. 

3.14 COMPACTION OF SOIL BACKFILLS AND FILLS 

A. Place backfill and fill soil materials in layers not more than 8 inches in loose depth for material 
compacted by heavy compaction equipment, and not more than 4 inches in loose depth for 
material compacted by hand-operated tampers. 
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B. Place backfill and fill soil materials evenly on all sides of structures to required elevations, and 
uniformly along the full length of each structure. 

C. Compact soil materials to not less than the following percentages of maximum dry unit weight 
according to Standard Proctor: 

1. Under structures, building slabs, steps, and pavements, scarify and recompact top 12 
inches of existing subgrade and each layer of backfill or fill soil material at 98 percent. 

2. Under walkways, scarify and recompact top 6 inches below subgrade and compact each 
layer of backfill or fill soil material at 95 percent. 

3. Under turf or unpaved areas, scarify and recompact top 6 inches below subgrade and 
compact each layer of backfill or fill soil material at 85 percent. 

4. For utility trenches, compact each layer of initial and final backfill soil material at 95 
percent. 

3.15 GRADING 

A. General:  Uniformly grade areas to a smooth surface, free of irregular surface changes.  Comply 
with compaction requirements and grade to cross sections, lines, and elevations indicated. 

1. Provide a smooth transition between adjacent existing grades and new grades. 
2. Cut out soft spots, fill low spots, and trim high spots to comply with required surface 

tolerances. 

B. Site Rough Grading:  Slope grades to direct water away from buildings and to prevent ponding.  
Finish subgrades to required elevations within the following tolerances: 

1. Turf or Unpaved Areas:  Plus or minus 1 inch. 
2. Walks:  Plus or minus 1 inch. 
3. Pavements:  Plus or minus 1/2 inch. 

C. Grading inside Building Lines:  Finish subgrade to a tolerance of 1/2 inch when tested with a 10-
foot straightedge. 

3.16 SUBSURFACE DRAINAGE 

A. Subdrainage Pipe:  Specified in Division 33 Section "Subdrainage." 

B. Subsurface Drain:  Place subsurface drainage geotextile around perimeter of subdrainage 
trench.  Place a 6-inch course of filter material on subsurface drainage geotextile to support 
subdrainage pipe.  Encase subdrainage pipe in a minimum of 12 inches of filter material, placed 
in compacted layers 6 inches thick, and wrap in subsurface drainage geotextile, overlapping 
sides and ends at least 6 inches. 

1. Compact each filter material layer to 95 percent of maximum dry unit weight according to 
ASTM D 698 with a minimum of two passes of a plate-type vibratory compactor. 

C. Drainage Backfill:  Place and compact filter material over subsurface drain, in width indicated, to 
within 12 inches of final subgrade, in compacted layers 6 inches thick.  Overlay drainage backfill 
with one layer of subsurface drainage geotextile, overlapping sides and ends at least 6 inches. 
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1. Compact each filter material layer to 95 percent of maximum dry unit weight according to 
ASTM D 698 with a minimum of two passes of a plate-type vibratory compactor. 

2. Place and compact impervious fill over drainage backfill in 6-inch- thick compacted layers 
to final subgrade. 

3.17 SUBBASE AND BASE COURSES UNDER PAVEMENTS AND WALKS 

A. Place subbase course and base course on subgrades free of mud, frost, snow, or ice. 

B. On prepared subgrade, place subbase course and base course under pavements and walks as 
follows: 

1. Install separation geotextile on prepared subgrade according to manufacturer's written 
instructions, overlapping sides and ends. 

2. Place base course material over subbase course under hot-mix asphalt pavement. 
3. Shape subbase course and base course to required crown elevations and cross-slope 

grades. 
4. Place subbase course and base course 6 inches or less in compacted thickness in a 

single layer. 
5. Place subbase course and base course that exceeds 6 inches in compacted thickness in 

layers of equal thickness, with no compacted layer more than 6 inches thick or less than 
3 inches thick. 

6. Compact subbase course and base course at optimum moisture content to required 
grades, lines, cross sections, and thickness to not less than 98 percent of maximum dry 
unit weight according to ASTM D 698. 

C. Pavement Shoulders:  Place shoulders along edges of subbase course and base course to 
prevent lateral movement.  Construct shoulders, at least 12 inches wide, of satisfactory soil 
materials and compact simultaneously with each subbase and base layer to not less than 95 
percent of maximum dry unit weight according to ASTM D 698. 

3.18 DRAINAGE COURSE UNDER CONCRETE SLABS-ON-GRADE 

A. Place drainage course on subgrades free of mud, frost, snow, or ice. 

B. On prepared subgrade, place and compact drainage course under cast-in-place concrete slabs-
on-grade as follows: 

1. Install subdrainage geotextile on prepared subgrade according to manufacturer's written 
instructions, overlapping sides and ends. 

2. Place drainage course 6 inches or less in compacted thickness in a single layer. 
3. Place drainage course that exceeds 6 inches in compacted thickness in layers of equal 

thickness, with no compacted layer more than 6 inches thick or less than 3 inches thick. 
4. Compact each layer of drainage course to required cross sections and thicknesses to not 

less than 98 percent of maximum dry unit weight according to ASTM D 698. 

3.19 FIELD QUALITY CONTROL 

A. Testing Agency:  Owner will engage a qualified geotechnical engineering testing agency to 
perform tests and inspections. 
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B. Allow testing agency to inspect and test subgrades and each fill or backfill layer.  Proceed with 
subsequent earth moving only after test results for previously completed work comply with 
requirements. 

C. Footing Subgrade:  At footing subgrades, at least one test of each soil stratum will be performed 
to verify design bearing capacities.  Subsequent verification and approval of other footing 
subgrades may be based on a visual comparison of subgrade with tested subgrade when 
approved by Architect. 

D. Testing agency will test compaction of soils in place according to ASTM D 1556, ASTM D 2167, 
ASTM D 2922, and ASTM D 2937, as applicable.  Tests will be performed at the following 
locations and frequencies: 

1. Paved and Building Slab Areas:  At subgrade and at each compacted fill and backfill 
layer, at least one test for every 2000 sq. ft. or less of paved area or building slab, but in 
no case fewer than three tests. 

2. Foundation Wall Backfill:  At each compacted backfill layer, at least one test for every 100 
feet or less of wall length, but no fewer than two tests. 

3. Trench Backfill:  At each compacted initial and final backfill layer, at least one test for 
every 150 feet or less of trench length, but no fewer than two tests. 

E. When testing agency reports that subgrades, fills, or backfills have not achieved degree of 
compaction specified, scarify and moisten or aerate, or remove and replace soil materials to 
depth required; recompact and retest until specified compaction is obtained. 

3.20 PROTECTION 

A. Protecting Graded Areas:  Protect newly graded areas from traffic, freezing, and erosion.  Keep 
free of trash and debris. 

B. Repair and reestablish grades to specified tolerances where completed or partially completed 
surfaces become eroded, rutted, settled, or where they lose compaction due to subsequent 
construction operations or weather conditions. 

1. Scarify or remove and replace soil material to depth as directed by Architect; reshape 
and recompact. 

C. Where settling occurs before Project correction period elapses, remove finished surfacing, 
backfill with additional soil material, compact, and reconstruct surfacing. 

1. Restore appearance, quality, and condition of finished surfacing to match adjacent work, 
and eliminate evidence of restoration to greatest extent possible. 

3.21 DISPOSAL OF SURPLUS AND WASTE MATERIALS 

A. Remove surplus satisfactory soil and waste materials, including unsatisfactory soil, trash, and 
debris, and legally dispose of them off Owner's property. 

1. Remove waste materials, including unsatisfactory soil, trash, and debris, and legally 
dispose of them off Owner's property. 

END OF SECTION 312000 
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SECTION 321216 – ASPHALT PAVEMENT 

PART 1 - GENERAL  

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and Division 01 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. Section Includes: 
 

1. Hot-mix asphalt patching. 
2. Hot-mix asphalt paving. 
3. Hot-mix asphalt paving overlay. 
4. Asphalt surface treatments. 

B. Related Sections: 

1. Division 31 Section "Earth Moving" for aggregate subbase and base courses and for 
aggregate pavement shoulders. 

2. Division 32 Sections for other paving installed as part of crosswalks in asphalt pavement 
areas. 

3. Division 32 Section "Concrete Paving Joint Sealants" for joint sealants and fillers at 
paving terminations. 

4. Division 32 Section “Pavement Markings” for thermoplastic pavement markings. 

1.3 DEFINITION 

A. Hot-Mix Asphalt Paving Terminology:  Refer to ASTM D 8 for definitions of terms. 

1.4 SUBMITTALS 

A. Product Data:  For each type of product indicated.  Include technical data and tested physical 
and performance properties. 

1. Job-Mix Designs:  Certification, by authorities having jurisdiction, of approval of each job 
mix proposed for the Work. 

2. Job-Mix Designs:  For each job mix proposed for the Work. 

B. Shop Drawings:  Indicate pavement markings, lane separations, and defined parking spaces.  
Indicate, with international symbol of accessibility, spaces allocated for people with disabilities. 

C. Material Certificates:  For each paving material, from manufacturer. 

D. Material Test Reports:  For each paving material. 
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1.5 QUALITY ASSURANCE 

A. Manufacturer Qualifications:  A paving-mix manufacturer registered with and approved by 
authorities having jurisdiction or the DOT of state in which Project is located. 

B. Installer Qualifications:  Imprinted-asphalt manufacturer's authorized installer who is trained and 
approved for installation of imprinted asphalt required for this Project. 

C. Testing Agency Qualifications:  Qualified according to ASTM D 3666 for testing indicated. 

D. Regulatory Requirements:  Comply with materials, workmanship, and other applicable 
requirements and standards of the North Carolina Department of Transportation and City of 
Raleigh for asphalt paving work. 

1. Measurement and payment provisions and safety program submittals included in 
standard specifications do not apply to this Section. 

1.6 DELIVERY, STORAGE, AND HANDLING 

A. Deliver pavement-marking materials to Project site in original packages with seals unbroken 
and bearing manufacturer's labels containing brand name and type of material, date of 
manufacture, and directions for storage. 

B. Store pavement-marking materials in a clean, dry, protected location within temperature range 
required by manufacturer.  Protect stored materials from direct sunlight. 

1.7 PROJECT CONDITIONS 

A. Environmental Limitations:  Do not apply asphalt materials if subgrade is wet or excessively 
damp, if rain is imminent or expected before time required for adequate cure, or if the following 
conditions are not met: 

1. Prime Coat:  Minimum surface temperature of 60 deg F. 
2. Tack Coat:  Minimum surface temperature of 60 deg F. 
3. Slurry Coat:  Comply with weather limitations in ASTM D 3910. 
4. Asphalt Base Course:  Minimum surface temperature of 40 deg F and rising at time of 

placement. 
5. Asphalt Surface Course:  Minimum surface temperature of 60 deg F at time of placement. 

PART 2 - PRODUCTS 

2.1 AGGREGATES 

A. General:  Use materials and gradations that have performed satisfactorily in previous 
installations. 

B. Coarse Aggregate:  ASTM D 692, sound; angular crushed stone, crushed gravel, or cured, 
crushed blast-furnace slag. 
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C. Fine Aggregate:  AASHTO M 29, sharp-edged natural sand or sand prepared from stone, 
gravel, cured blast-furnace slag, or combinations thereof. 

1. For hot-mix asphalt, limit natural sand to a maximum of 20 percent by weight of the total 
aggregate mass. 

D. Mineral Filler:  ASTM D 242, rock or slag dust, hydraulic cement, or other inert material. 

2.2 ASPHALT MATERIALS 

A. Asphalt Binder:  AASHTO MP 1a, PG 64-22.  

B. Asphalt Cement:  ASTM D 3381 for viscosity-graded material or ASTM D 946 for penetration-
graded material. 

C. Prime Coat:  ASTM D 2027, medium-curing cutback asphalt, MC-30, MC-70 or MC-250. 

D. Prime Coat:  Asphalt emulsion prime coat complying with NCDOT Materials and Tests Unit. 

E. Tack Coat:  AASHTO M 140 emulsified asphalt. 

F. Fog Seal:  AASHTO M 140 emulsified asphalt. 

G. Water:  Potable. 

H. Undersealing Asphalt:  ASTM D 3141, pumping consistency. 

2.3 AUXILIARY MATERIALS 

A. Herbicide:  Commercial chemical for weed control, registered by the EPA.  Provide in granular, 
liquid, or wettable powder form. 

B. Sand:  AASHTO M 29, Grade Nos. 2 or 3. 

C. Paving Geotextile:  AASHTO M 288, nonwoven polypropylene; resistant to chemical attack, rot, 
and mildew; and specifically designed for paving applications. 

D. Joint Sealant:  ASTM D 6690, hot-applied, single-component, polymer-modified bituminous 
sealant. 

E. Wheel Stops:  Precast, air-entrained concrete, 3000-psi minimum compressive strength, 6 
inches high by 9 inches wide by 84 inches long.  Provide chamfered corners, drainage slots on 
underside, and holes for anchoring to substrate. 

1. Dowels:  Steel, 1/2-inch diameter (#5 rebar), 24-inch minimum length. 

2.4 MIXES 

A. Hot-Mix Asphalt:  Dense, hot-laid, hot-mix asphalt plant mixes approved by authorities having 
jurisdiction; designed according to procedures in AI MS-2, "Mix Design Methods for Asphalt 
Concrete and Other Hot-Mix Types"; and complying with the following requirements: 



Elm Street Center Hotel & Parking Deck   October 31, 2017 
Greensboro, NC  Design Development  

Kimley-Horn and Associates, Inc.  Project No. 011462047   

 

ASPHALT PAVEMENT                  321216 - 4 

1. Provide mixes with a history of satisfactory performance in geographical area where 
Project is located. 

2. Base Course:  Type B25.0C 
3. Intermediate Course:  Type I19.0C 
4. Surface Course:  Type S9.5C 

 

PART 3 - EXECUTION 

3.1 EXAMINATION 

A. Verify that subgrade is dry and in suitable condition to begin paving. 

B. Proof-roll subgrade below pavements with heavy pneumatic-tired equipment to identify soft 
pockets and areas of excess yielding. Do not proof-roll wet or saturated subgrades. 

1. Completely proof-roll subgrade in one direction, repeating proof-rolling in direction 
perpendicular to first direction.  Limit vehicle speed to 3 mph. 

2. Proof roll with a loaded 10-wheel, tandem-axle dump truck weighing not less than 15 
tons. 

3. Excavate soft spots, unsatisfactory soils, and areas of excessive pumping or rutting, as 
determined by Architect, and replace with compacted backfill or fill as directed. 

C. Proceed with paving only after unsatisfactory conditions have been corrected. 

D. Verify that utilities, traffic loop detectors, and other items requiring a cut and installation beneath 
the asphalt surface have been completed and that asphalt surface has been repaired flush with 
adjacent asphalt prior to beginning installation of asphalt. 

3.2 PATCHING 

A. Hot-Mix Asphalt Pavement:  Saw cut perimeter of patch and excavate existing pavement 
section to sound base. Excavate rectangular or trapezoidal patches, extending 12 inches into 
adjacent sound pavement, unless otherwise indicated. Cut excavation faces vertically.  Remove 
excavated material. Recompact existing unbound-aggregate base course to form new 
subgrade. 

B. Portland Cement Concrete Pavement:  Break cracked slabs and roll as required to reseat 
concrete pieces firmly. 

1. Pump hot undersealing asphalt under rocking slab until slab is stabilized or, if necessary, 
crack slab into pieces and roll to reseat pieces firmly. 

2. Remove disintegrated or badly cracked pavement.  Excavate rectangular or trapezoidal 
patches, extending into adjacent sound pavement, unless otherwise indicated.  Cut 
excavation faces vertically.  Recompact existing unbound-aggregate base course to form 
new subgrade. 

C. Tack Coat:  Apply uniformly to vertical surfaces abutting or projecting into new, hot-mix asphalt 
paving at a rate of 0.05 to 0.15 gal./sq. yd.. 

1. Allow tack coat to cure undisturbed before applying hot-mix asphalt paving. 
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2. Avoid smearing or staining adjoining surfaces, appurtenances, and surroundings.  
Remove spillages and clean affected surfaces. 

D. Patching:  Fill excavated pavements with hot-mix asphalt base mix for full thickness of patch 
and, while still hot, compact flush with adjacent surface. 

E. Patching:  Partially fill excavated pavements with hot-mix asphalt base mix and, while still hot, 
compact.  Cover asphalt base course with compacted, hot-mix surface layer finished flush with 
adjacent surfaces. 

3.3 REPAIRS 

A. Leveling Course:  Install and compact leveling course consisting of hot-mix asphalt surface 
course to level sags and fill depressions deeper than 1 inch in existing pavements. 

1. Install leveling wedges in compacted lifts not exceeding 3 inches thick. 

B. Crack and Joint Filling:  Remove existing joint filler material from cracks or joints to a depth of 
1/2 inch. 

1. Clean cracks and joints in existing hot-mix asphalt pavement. 
2. Use hot-applied joint sealant to seal cracks and joints more than 1/4 inch wide.  Fill flush 

with surface of existing pavement and remove excess. 

3.4 SURFACE PREPARATION 

A. General:  Immediately before placing asphalt materials, remove loose and deleterious material 
from substrate surfaces.  Ensure that prepared subgrade is ready to receive paving. 

B. Herbicide Treatment:  Apply herbicide according to manufacturer's recommended rates and 
written application instructions.  Apply to dry, prepared subgrade or surface of compacted-
aggregate base before applying paving materials. 

1. Mix herbicide with prime coat if formulated by manufacturer for that purpose. 

C. Prime Coat:  Apply uniformly over surface of compacted unbound-aggregate base course at a 
rate of 0.15 to 0.50 gal./sq. yd..  Apply enough material to penetrate and seal but not flood 
surface.  Allow prime coat to cure. 

1. If prime coat is not entirely absorbed within 24 hours after application, spread sand over 
surface to blot excess asphalt.  Use enough sand to prevent pickup under traffic.  
Remove loose sand by sweeping before pavement is placed and after volatiles have 
evaporated. 

2. Protect primed substrate from damage until ready to receive paving. 

D. Tack Coat:  Apply uniformly to surfaces of existing pavement at a rate of 0.05 to 0.15 gal./sq. 
yd.. 

1. Allow tack coat to cure undisturbed before applying hot-mix asphalt paving. 
2. Avoid smearing or staining adjoining surfaces, appurtenances, and surroundings.  

Remove spillages and clean affected surfaces. 
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3.5 HOT-MIX ASPHALT PLACING 

A. Machine place hot-mix asphalt on prepared surface, spread uniformly, and strike off.  Place 
asphalt mix by hand to areas inaccessible to equipment in a manner that prevents segregation 
of mix.  Place each course to required grade, cross section, and thickness when compacted. 

1. Place hot-mix asphalt base course in number of lifts and thicknesses indicated. 
2. Place hot-mix asphalt surface course in single lift. 
3. Spread mix at minimum temperature of 250 deg F. 
4. Begin applying mix along centerline of crown for crowned sections and on high side of 

one-way slopes unless otherwise indicated. 
5. Regulate paver machine speed to obtain smooth, continuous surface free of pulls and 

tears in asphalt-paving mat. 

B. Place paving in consecutive strips not less than 10 feet wide unless infill edge strips of a lesser 
width are required. 

1. After first strip has been placed and rolled, place succeeding strips and extend rolling to 
overlap previous strips.  Complete a section of asphalt base course before placing 
asphalt surface course. 

C. Promptly correct surface irregularities in paving course behind paver.  Use suitable hand tools 
to remove excess material forming high spots.  Fill depressions with hot-mix asphalt to prevent 
segregation of mix; use suitable hand tools to smooth surface. 

3.6 JOINTS 

A. Construct joints to ensure a continuous bond between adjoining paving sections.  Construct 
joints free of depressions, with same texture and smoothness as other sections of hot-mix 
asphalt course. 

1. Clean contact surfaces and apply tack coat to joints. 
2. Offset longitudinal joints, in successive courses, a minimum of 6 inches. 
3. Offset transverse joints, in successive courses, a minimum of 24 inches. 
4. Construct transverse joints at each point where paver ends a day's work and resumes 

work at a subsequent time.  Construct these joints using either "bulkhead" or "papered" 
method according to AI MS-22, for both "Ending a Lane" and "Resumption of Paving 
Operations." 

5. Compact joints as soon as hot-mix asphalt will bear roller weight without excessive 
displacement. 

6. Compact asphalt at joints to a density within 2 percent of specified course density. 

3.7 COMPACTION 

A. General:  Begin compaction as soon as placed hot-mix paving will bear roller weight without 
excessive displacement.  Compact hot-mix paving with hot, hand tampers or with vibratory-plate 
compactors in areas inaccessible to rollers. 

1. Complete compaction before mix temperature cools to 185 deg F. 
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B. Breakdown Rolling:  Complete breakdown or initial rolling immediately after rolling joints and 
outside edge.  Examine surface immediately after breakdown rolling for indicated crown, grade, 
and smoothness.  Correct laydown and rolling operations to comply with requirements. 

C. Intermediate Rolling:  Begin intermediate rolling immediately after breakdown rolling while hot-
mix asphalt is still hot enough to achieve specified density.  Continue rolling until hot-mix 
asphalt course has been uniformly compacted to the following density: 

1. Average Density:  96 percent of reference laboratory density according to 
AASHTO T 245, but not less than 94 percent nor greater than 100 percent. 

2. Average Density:  92 percent of reference maximum theoretical density according to 
ASTM D 2041, but not less than 90 percent nor greater than 96 percent. 

D. Finish Rolling:  Finish roll paved surfaces to remove roller marks while hot-mix asphalt is still 
warm. 

E. Edge Shaping:  While surface is being compacted and finished, trim edges of pavement to 
proper alignment.  Bevel edges while asphalt is still hot; compact thoroughly. 

F. Repairs:  Remove paved areas that are defective or contaminated with foreign materials and 
replace with fresh, hot-mix asphalt.  Compact by rolling to specified density and surface 
smoothness. 

G. Protection:  After final rolling, do not permit vehicular traffic on pavement until it has cooled and 
hardened. 

H. Erect barricades to protect paving from traffic until mixture has cooled enough not to become 
marked. 

3.8 ASPHALT CURBS 

A. Construct hot-mix asphalt curbs over compacted pavement surfaces.  Apply a light tack coat 
unless pavement surface is still tacky and free from dust.  Spread mix at minimum temperature 
of 250 deg F. 

1. Asphalt Mix:  Same as pavement surface-course mix. 

B. Place hot-mix asphalt to curb cross section indicated or, if not indicated, to local standard 
shapes, by machine or by hand in wood or metal forms.  Tamp hand-placed materials and 
screed to smooth finish.  Remove forms after hot-mix asphalt has cooled. 

3.9 INSTALLATION TOLERANCES 

A. Pavement Thickness:  Compact each course to produce the thickness indicated within the 
following tolerances: 

1. Intermediate Course:  Plus or minus 1/2 inch. 
2. Surface Course:  Plus 1/4 inch, no minus. 

B. Pavement Surface Smoothness:  Compact each course to produce a surface smoothness 
within the following tolerances as determined by using a 10-foot straightedge applied 
transversely or longitudinally to paved areas: 
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1. Intermediate Course:  1/4 inch. 
2. Surface Course:  1/8 inch. 
3. Crowned Surfaces:  Test with crowned template centered and at right angle to crown.  

Maximum allowable variance from template is 1/4 inch. 

3.10 SURFACE TREATMENTS 

A. Fog Seals:  Apply fog seal at a rate of 0.10 to 0.15 gal./sq. yd. to existing asphalt pavement and 
allow to cure.  With fine sand, lightly dust areas receiving excess fog seal. 

B. Slurry Seals:  Apply slurry coat in a uniform thickness according to ASTM D 3910 and allow to 
cure. 

1. Roll slurry seal to remove ridges and provide a uniform, smooth surface. 

3.11 PAVEMENT MARKING 

A. Do not apply pavement-markings until layout, colors, and placement have been verified with 
Architect and Engineer. 

B. Allow paving to age for 30 days before starting pavement marking. 

C. Sweep and clean surface to eliminate loose material and dust. 

D. Apply with mechanical equipment to produce pavement markings, of dimensions indicated, with 
uniform, straight edges.  Apply at manufacturer's recommended rates to provide a minimum wet 
film thickness of 15 mils. 

1. Broadcast glass beads uniformly into wet pavement markings at a rate of 6 lb/gal. 

3.12 WHEEL STOPS 

A. Install wheel stops in bed of adhesive as recommended by manufacturer. 

B. Securely attach wheel stops to pavement with not less than two steel (1/2” diameter, #5 rebar) 
dowels embedded at one-quarter to one-third points.  Securely install dowels into pavement or 
gravel and bond to wheel stop.  Recess head of dowel beneath top of wheel stop. 

3.13 FIELD QUALITY CONTROL 

A. Testing Agency:  Owner will engage a qualified testing agency to perform tests and inspections. 

B. Thickness:  In-place compacted thickness of hot-mix asphalt courses will be determined 
according to ASTM D 3549. 

C. Surface Smoothness:  Finished surface of each hot-mix asphalt course will be tested for 
compliance with smoothness tolerances. 

D. Traffic-Calming Devices:  Finished height of asphalt speed humps above pavement will be 
measured for compliance with tolerances. 



Elm Street Center Hotel & Parking Deck   October 31, 2017 
Greensboro, NC  Design Development  

Kimley-Horn and Associates, Inc.  Project No. 011462047   

 

ASPHALT PAVEMENT                  321216 - 9 

E. In-Place Density:  Testing agency will take samples of uncompacted paving mixtures and 
compacted pavement according to AASHTO T 168. 

1. Reference maximum theoretical density will be determined by averaging results from four 
samples of hot-mix asphalt-paving mixture delivered daily to site, prepared according to 
ASTM D 2041, and compacted according to job-mix specifications. 

2. In-place density of compacted pavement will be determined by testing core samples 
according to ASTM D 1188 or ASTM D 2726. 

a. One core sample will be taken for every 1000 sq. yd. or less of installed pavement, 
with no fewer than 3 cores taken. 

b. Field density of in-place compacted pavement may also be determined by nuclear 
method according to ASTM D 2950 and correlated with ASTM D 1188 or 
ASTM D 2726. 

F. Replace and compact hot-mix asphalt where core tests were taken. 

G. Remove and replace or install additional hot-mix asphalt where test results or measurements 
indicate that it does not comply with specified requirements. 

3.14 DISPOSAL 

A. Except for material indicated to be recycled, remove excavated materials from Project site and 
legally dispose of them in an EPA-approved landfill. 

1. Do not allow milled materials to accumulate on-site. 

END OF SECTION 321216 
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SECTION 321313 – CONCRETE PAVEMENT 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and Division 01 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. Section Includes: 

1. Driveways. 
2. Roadways. 
3. Curbs and gutters. 
4. Walks. 

B. Related Sections: 

1. Division 03 Section "Cast-in-Place Concrete" for general building applications of 
concrete. 

2. Division 32 Section "Concrete Paving Joint Sealants" for joint sealants in expansion and 
contraction joints within concrete paving and in joints between concrete paving and 
asphalt paving or adjacent construction. 

3. Division 32 Section “Pavement Markings” for thermoplastic pavement markings. 

1.3 DEFINITIONS 

A. Cementitious Materials:  Portland cement alone or in combination with one or more of blended 
hydraulic cement, fly ash and other pozzolans, and ground granulated blast-furnace slag. 

1.4 SUBMITTALS 

A. Product Data:  For each type of product indicated. 

B. Samples for Initial Selection:  For each type of product, ingredient, or admixture requiring color 
selection. 

C. Other Action Submittals: 

1. Design Mixtures:  For each concrete paving mixture.  Include alternate design mixtures 
when characteristics of materials, Project conditions, weather, test results, or other 
circumstances warrant adjustments. 

D. Qualification Data:  For qualified ready-mix concrete manufacturer and testing agency. 

E. Material Certificates:  For the following, from manufacturer: 
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1. Cementitious materials. 
2. Steel reinforcement and reinforcement accessories. 
3. Fiber reinforcement. 
4. Admixtures. 
5. Curing compounds. 
6. Applied finish materials. 
7. Bonding agent or epoxy adhesive. 
8. Joint fillers. 

F. Field quality-control reports. 

1.5 QUALITY ASSURANCE 

A. Detectable Warning Installer Qualifications:  An employer of workers trained and approved by 
manufacturer of stamped concrete paving systems. 

B. Ready-Mix-Concrete Manufacturer Qualifications:  A firm experienced in manufacturing ready-
mixed concrete products and that complies with ASTM C 94 requirements for production 
facilities and equipment. 

1. Manufacturer certified according to NRMCA's "Certification of Ready Mixed Concrete 
Production Facilities" (Quality Control Manual - Section 3, "Plant Certification Checklist"). 

C. Testing Agency Qualifications:  Qualified according to ASTM C 1077 and ASTM E 329 for 
testing indicated. 

1. Personnel conducting field tests shall be qualified as ACI Concrete Field Testing 
Technician, Grade 1, according to ACI CP-1 or an equivalent certification program. 

D. Concrete Testing Service:  Owner to engage a qualified testing agency to perform material 
evaluation tests and to design concrete mixtures. 

E. ACI Publications:  Comply with ACI 301unless otherwise indicated. 

1.6 PROJECT CONDITIONS 

A. Traffic Control:  Maintain access for vehicular and pedestrian traffic as required for other 
construction activities. 

PART 2 - PRODUCTS 

2.1 FORMS 

A. Form Materials:  Plywood, metal, metal-framed plywood, or other approved panel-type materials 
to provide full-depth, continuous, straight, and smooth exposed surfaces. 

1. Use flexible or uniformly curved forms for curves with a radius of 100 feet or less. Do not 
use notched and bent forms. 
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B. Form-Release Agent:  Commercially formulated form-release agent that will not bond with, 
stain, or adversely affect concrete surfaces and that will not impair subsequent treatments of 
concrete surfaces. 

2.2 STEEL REINFORCEMENT 

A. Recycled Content:  Provide steel reinforcement with an average recycled content of steel so 
postconsumer recycled content plus one-half of preconsumer recycled content is not less than 
25 percent. 

B. Plain-Steel Welded Wire Reinforcement:  ASTM A 185, fabricated from steel wire into flat 
sheets. 

C. Deformed-Steel Welded Wire Reinforcement:  ASTM A 497, flat sheet. 

D. Epoxy-Coated Welded Wire Reinforcement:  ASTM A 884, Class A, plain steel. 

E. Reinforcing Bars:  ASTM A 615, Grade 60; deformed. 

F. Galvanized Reinforcing Bars:  ASTM A 767, Class II zinc coated, hot-dip galvanized after 
fabrication and bending; with ASTM A 615, Grade 60  deformed bars. 

G. Epoxy-Coated Reinforcing Bars:  ASTM A 775 or ASTM A 934; with ASTM A 615, Grade 60 
deformed bars. 

H. Steel Bar Mats:  ASTM A 184; with ASTM A 615, Grade 60, deformed bars; assembled with 
clips. 

I. Plain-Steel Wire:  ASTM A 82. 

J. Deformed-Steel Wire:  ASTM A 496. 

K. Epoxy-Coated-Steel Wire:  ASTM A 884, Class A coated. 

L. Joint Dowel Bars:  ASTM A 615, Grade 60 plain-steel bars.  Cut bars true to length with ends 
square and free of burrs. 

M. Epoxy-Coated, Joint Dowel Bars:  ASTM A 775; with ASTM A 615, Grade 60, plain-steel bars. 

N. Tie Bars:  ASTM A 615, Grade 60, deformed. 

O. Hook Bolts:  ASTM A 307, Grade A, internally and externally threaded.  Design hook-bolt joint 
assembly to hold coupling against paving form and in position during concreting operations, and 
to permit removal without damage to concrete or hook bolt. 

P. Bar Supports:  Bolsters, chairs, spacers, and other devices for spacing, supporting, and 
fastening reinforcing bars, welded wire reinforcement, and dowels in place.  Manufacture bar 
supports according to CRSI's "Manual of Standard Practice" from steel wire, plastic, or precast 
concrete of greater compressive strength than concrete specified, and as follows: 

1. Equip wire bar supports with sand plates or horizontal runners where base material will 
not support chair legs. 
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2. For epoxy-coated reinforcement, use epoxy-coated or other dielectric-polymer-coated 
wire bar supports. 

Q. Epoxy Repair Coating:  Liquid, two-part, epoxy repair coating, compatible with epoxy coating on 
reinforcement. 

R. Zinc Repair Material:  ASTM A 780. 

2.3 CONCRETE MATERIALS 

A. Cementitious Material:  Use the following cementitious materials, of same type, brand, and 
source throughout Project: 

1. Portland Cement:  ASTM C 150, white portland cement Type I, I/II or III Supplement with 
the following: 

a. Fly Ash:  ASTM C 618, Class F. 
b. Ground Granulated Blast-Furnace Slag:  ASTM C 989, Grade 100 or 120. 

B. Normal-Weight Aggregates:  ASTM C 33, Class 3M coarse aggregate or better, uniformly 
graded.  Provide aggregates from a single source. 

1. Maximum Coarse-Aggregate Size:  3/4 inch nominal. 
2. Fine Aggregate:  Free of materials with deleterious reactivity to alkali in cement. 

C. Water:  Potable and complying with ASTM C 94. 

D. Air-Entraining Admixture:  ASTM C 260. 

E. Chemical Admixtures:  Admixtures certified by manufacturer to be compatible with other 
admixtures and to contain not more than 0.1 percent water-soluble chloride ions by mass of 
cementitious material. 

1. Water-Reducing Admixture:  ASTM C 494, Type A. 
2. Retarding Admixture:  ASTM C 494, Type B. 
3. Water-Reducing and Retarding Admixture:  ASTM C 494, Type D. 
4. High-Range, Water-Reducing Admixture:  ASTM C 494, Type F. 
5. High-Range, Water-Reducing and Retarding Admixture:  ASTM C 494, Type G. 
6. Plasticizing and Retarding Admixture:  ASTM C 1017, Type II. 

2.4 CURING MATERIALS 

A. Absorptive Cover:  AASHTO M 182, Class 3, burlap cloth made from jute or kenaf, weighing 
approximately 9 oz./sq. yd. dry or cotton mats. 

B. Moisture-Retaining Cover:  ASTM C 171, polyethylene film or white burlap-polyethylene sheet. 

C. Water:  Potable. 

D. Evaporation Retarder:  Waterborne, monomolecular, film forming, manufactured for application 
to fresh concrete. 
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1. Products:  Subject to compliance with requirements, available products that may be 
incorporated into the Work include, but are not limited to, the following: 

a. Axim Italcementi Group, Inc.; Caltexol CIMFILM. 
b. BASF Construction Chemicals, LLC; Confilm. 
c. ChemMasters; Spray-Film. 
d. Conspec by Dayton Superior; Aquafilm. 
e. Dayton Superior Corporation; Sure Film (J-74). 
f. Edoco by Dayton Superior; BurkeFilm. 
g. Euclid Chemical Company (The), an RPM company; Eucobar. 
h. Kaufman Products, Inc.; VaporAid. 
i. Lambert Corporation; LAMBCO Skin. 
j. L&M Construction Chemicals, Inc.; E-CON. 
k. Meadows, W. R., Inc.; EVAPRE. 
l. Metalcrete Industries; Waterhold. 
m. Nox-Crete Products Group; MONOFILM. 
n. Sika Corporation, Inc.; SikaFilm. 
o. SpecChem, LLC; Spec Film. 
p. Symons by Dayton Superior; Finishing Aid. 
q. TK Products, Division of Sierra Corporation; TK-2120 TRI-FILM. 
r. Unitex; PRO-FILM. 
s. Vexcon Chemicals Inc.; Certi-Vex EnvioAssist. 

E. Clear, Waterborne, Membrane-Forming Curing Compound:  ASTM C 309, Type 1, Class B, 
dissipating. 

1. Products:  Subject to compliance with requirements, available products that may be 
incorporated into the Work include, but are not limited to, the following: 

a. Anti-Hydro International, Inc.; A-H Curing Compound #2 DR WB. 
b. ChemMasters; Safe-Cure Clear. 
c. Conspec by Dayton Superior; D.O.T. Resin Cure or DSSCC Clear Resin Cure. 
d. Dayton Superior Corporation; Day-Chem Rez Cure (J-11-W). 
e. Edoco by Dayton Superior; DSSCC Clear Resin Cure or Resin Emulsion Cure 

V.O.C. (Type I). 
f. Euclid Chemical Company (The), an RPM company; Kurez W VOX. 
g. Kaufman Products, Inc.; Thinfilm 420. 
h. Lambert Corporation; AQUA KURE - CLEAR. 
i. L&M Construction Chemicals, Inc.; L&M CURE R. 
j. Meadows, W. R., Inc.; 1100-CLEAR SERIES. 
k. Nox-Crete Products Group; Resin Cure E. 
l. SpecChem, LLC; PaveCure Rez. 
m. Symons by Dayton Superior; Resi-Chem Clear. 
n. Tamms Industries, Inc., Euclid Chemical Company (The); TAMMSCURE WB 30C. 
o. TK Products, Division of Sierra Corporation; TK-2519 WB or TK-2519 DC WB. 
p. Vexcon Chemicals Inc.; Certi-Vex Enviocure 100. 

2.5 RELATED MATERIALS 

A. Joint Fillers:  ASTM D 1751, asphalt-saturated cellulosic fiber or ASTM D 1752, cork or self-
expanding cork in preformed strips. 

B. Slip-Resistive Aggregate Finish:  Factory-graded, packaged, rustproof, nonglazing, abrasive 
aggregate of fused aluminum-oxide granules or crushed emery aggregate containing not less 
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than 50 percent aluminum oxide and not less than 20 percent ferric oxide; unaffected by 
freezing, moisture, and cleaning materials. 

C. Bonding Agent:  ASTM C 1059, Type II, non-redispersible, acrylic emulsion or styrene 
butadiene. 

D. Epoxy Bonding Adhesive:  ASTM C 881, two-component epoxy resin capable of humid curing 
and bonding to damp surfaces; of class suitable for application temperature, of grade complying 
with requirements, and of the following types: 

1. Types IV and V, load bearing, for bonding hardened or freshly mixed concrete to 
hardened concrete. 

2.6 DETECTABLE WARNING MATERIALS 

See construction drawings for details and specifications. 

2.7 CONCRETE MIXTURES 

A. Prepare design mixtures, proportioned according to ACI 301, for each type and strength of 
normal-weight concrete, and as determined by either laboratory trial mixtures or field 
experience. 

1. Use a qualified independent testing agency for preparing and reporting proposed 
concrete design mixtures for the trial batch method. 

2. When automatic machine placement is used, determine design mixtures and obtain 
laboratory test results that meet or exceed requirements. 

B. Proportion mixtures to provide normal-weight concrete with the following properties: 

1. Compressive Strength (28 Days):  4000 psi minimum. 
2. Maximum Water-Cementitious Materials Ratio at Point of Placement:  0.45 maximum  
3. Slump Limit:  4 inches, plus or minus 1 inch  

C. Add air-entraining admixture at manufacturer's prescribed rate to result in normal-weight 
concrete at point of placement having an air content as follows: 

1. Air Content:  6.5 percent plus 1 percent or minus 1.5 percent for 3/4-inch nominal 
maximum aggregate size. 

D. Limit water-soluble, chloride-ion content in hardened concrete to 0.10 percent by weight of 
cement. 

E. Chemical Admixtures:  Use admixtures according to manufacturer's written instructions. 

1. Use water-reducing admixture or high-range, water-reducing admixture in concrete as 
required for placement and workability. 

2. Use water-reducing and retarding admixture when required by high temperatures, low 
humidity, or other adverse placement conditions. 

F. Cementitious Materials:  Limit percentage by weight of cementitious materials other than 
portland cement according to ACI 301 requirements as follows: 
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1. Fly Ash or Pozzolan:  25 percent. 
2. Ground Granulated Blast-Furnace Slag:  50 percent. 
3. Combined Fly Ash or Pozzolan, and Ground Granulated Blast-Furnace Slag:  50 percent, 

with fly ash or pozzolan not exceeding 25 percent. 

G. Color Pigment:  Add color pigment to concrete mixture according to manufacturer's written 
instructions and to result in hardened concrete color consistent with approved mockup. 

2.8 CONCRETE MIXING 

A. Ready-Mixed Concrete:  Measure, batch, and mix concrete materials and concrete according to 
ASTM C 9.  Furnish batch certificates for each batch discharged and used in the Work. 

1. When air temperature is between 85 and 90 deg F, reduce mixing and delivery time from 
1-1/2 hours to 75 minutes; when air temperature is above 90 deg F, reduce mixing and 
delivery time to 60 minutes. 

B. Project-Site Mixing:  Measure, batch, and mix concrete materials and concrete according to 
ASTM C 94.  Mix concrete materials in appropriate drum-type batch machine mixer. 

1. For concrete batches of 1 cu. yd. or smaller, continue mixing at least 1-1/2 minutes, but 
not more than 5 minutes after ingredients are in mixer, before any part of batch is 
released. 

2. For concrete batches larger than 1 cu. yd., increase mixing time by 15 seconds for each 
additional 1 cu. yd.. 

3. Provide batch ticket for each batch discharged and used in the Work, indicating Project 
identification name and number, date, mixture type, mixing time, quantity, and amount of 
water added. 

PART 3 - EXECUTION 

3.1 EXAMINATION 

A. Examine exposed subgrades and subbase surfaces for compliance with requirements for 
dimensional, grading, and elevation tolerances. 

B. Proof-roll prepared subbase surface below concrete paving to identify soft pockets and areas of 
excess yielding. 

1. Completely proof-roll subbase in one direction and repeat in perpendicular direction.  
Limit vehicle speed to 3 mph. 

2. Proof-roll with a pneumatic-tired and loaded, 10-wheel, tandem-axle dump truck weighing 
not less than 15 tons. 

3. Correct subbase with soft spots and areas of pumping or rutting exceeding depth of 1/2 
inch according to requirements in Division 31 Section "Earth Moving." 

C. Proceed with installation only after unsatisfactory conditions have been corrected. 
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3.2 PREPARATION 

A. Remove loose material from compacted subbase surface immediately before placing concrete. 

3.3 EDGE FORMS AND SCREED CONSTRUCTION 

A. Set, brace, and secure edge forms, bulkheads, and intermediate screed guides to required 
lines, grades, and elevations.  Install forms to allow continuous progress of work and so forms 
can remain in place at least 24 hours after concrete placement. 

B. Clean forms after each use and coat with form-release agent to ensure separation from 
concrete without damage. 

3.4 STEEL REINFORCEMENT 

A. General:  Comply with CRSI's "Manual of Standard Practice" for fabricating, placing, and 
supporting reinforcement. 

B. Clean reinforcement of loose rust and mill scale, earth, ice, or other bond-reducing materials. 

C. Arrange, space, and securely tie bars and bar supports to hold reinforcement in position during 
concrete placement.  Maintain minimum cover to reinforcement. 

D. Install welded wire reinforcement in lengths as long as practicable.  Lap adjoining pieces at 
least one full mesh, and lace splices with wire.  Offset laps of adjoining widths to prevent 
continuous laps in either direction. 

E. Zinc-Coated Reinforcement:  Use galvanized-steel wire ties to fasten zinc-coated reinforcement.  
Repair cut and damaged zinc coatings with zinc repair material. 

F. Epoxy-Coated Reinforcement:  Use epoxy-coated steel wire ties to fasten epoxy-coated 
reinforcement.  Repair cut and damaged epoxy coatings with epoxy repair coating according to 
ASTM D 3963. 

G. Install fabricated bar mats in lengths as long as practicable.  Handle units to keep them flat and 
free of distortions.  Straighten bends, kinks, and other irregularities, or replace units as required 
before placement.  Set mats for a minimum 2-inch overlap of adjacent mats. 

3.5 JOINTS 

A. General:  Form construction, isolation, and contraction joints and tool edges true to line, with 
faces perpendicular to surface plane of concrete.  Construct transverse joints at right angles to 
centerline unless otherwise indicated. 

1. When joining existing paving, place transverse joints to align with previously placed joints 
unless otherwise indicated. 

B. Construction Joints:  Set construction joints at side and end terminations of paving and at 
locations where paving operations are stopped for more than one-half hour unless paving 
terminates at isolation joints. 
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1. Continue steel reinforcement across construction joints unless otherwise indicated.  Do 
not continue reinforcement through sides of paving strips unless otherwise indicated. 

2. Provide tie bars at sides of paving strips where indicated. 
3. Butt Joints:  Use a bonding agent at joint locations where fresh concrete is placed against 

hardened or partially hardened concrete surfaces. 
4. Keyed Joints:  Provide preformed keyway-section forms or bulkhead forms with keys 

unless otherwise indicated.  Embed keys at least 2 inches into concrete. 
5. Doweled Joints:  Install dowel bars and support assemblies at joints where indicated.  

Lubricate or coat with asphalt one-half of dowel length to prevent concrete bonding to 
one side of joint. 

C. Isolation Joints:  Form isolation joints of preformed joint-filler strips abutting concrete curbs, 
catch basins, manholes, inlets, structures, other fixed objects, and where indicated. 

1. Locate expansion joints at intervals of 50 feet unless otherwise indicated. 
2. Extend joint fillers full width and depth of joint. 
3. Terminate joint filler not less than 1/2 inch or more than 1 inch below finished surface if 

joint sealant is indicated. 
4. Place top of joint filler flush with finished concrete surface if joint sealant is not indicated. 
5. Furnish joint fillers in one-piece lengths.  Where more than one length is required, lace or 

clip joint-filler sections together. 
6. During concrete placement, protect top edge of joint filler with metal, plastic, or other 

temporary preformed cap.  Remove protective cap after concrete has been placed on 
both sides of joint. 

D. Contraction Joints:  Form weakened-plane contraction joints, sectioning concrete into areas as 
indicated.  Construct contraction joints for a depth equal to at least one-fourth of the concrete 
thickness, as follows: 

1. Grooved Joints:  Form contraction joints after initial floating by grooving and finishing 
each edge of joint with grooving tool to a 1/4-inch radius.  Repeat grooving of contraction 
joints after applying surface finishes. Eliminate grooving-tool marks on concrete surfaces. 

a. Tolerance:  Ensure that grooved joints are within 3 inches either way from centers 
of dowels. 

2. Sawed Joints:  Form contraction joints with power saws equipped with shatterproof 
abrasive or diamond-rimmed blades.  Cut 1/8-inch-wide joints into concrete when cutting 
action will not tear, abrade, or otherwise damage surface and before developing random 
contraction cracks. 

a. Tolerance:  Ensure that sawed joints are within 3 inches either way from centers of 
dowels. 

3. Doweled Contraction Joints:  Install dowel bars and support assemblies at joints where 
indicated.  Lubricate or coat with asphalt one-half of dowel length to prevent concrete 
bonding to one side of joint. 

E. Edging:  After initial floating, tool edges of paving, gutters, curbs, and joints in concrete with an 
edging tool to a 1/4-inch radius.  Repeat tooling of edges after applying surface 
finishes.  Eliminate edging-tool marks on concrete surfaces. 



Elm Street Center Hotel & Parking Deck   October 31, 2017 
Greensboro, NC  Design Development  

Kimley-Horn and Associates, Inc.  Project No. 011462047   

 

CONCRETE PAVEMENT                   321313 - 10 

3.6 CONCRETE PLACEMENT 

A. Before placing concrete, inspect and complete formwork installation, steel reinforcement, and 
items to be embedded or cast-in. 

B. Remove snow, ice, or frost from subbase surface and steel reinforcement before placing 
concrete.  Do not place concrete on frozen surfaces. 

C. Moisten subbase to provide a uniform dampened condition at time concrete is placed.  Do not 
place concrete around manholes or other structures until they are at required finish elevation 
and alignment. 

D. Comply with ACI 301 requirements for measuring, mixing, transporting, and placing concrete. 

E. Do not add water to concrete during delivery or at Project site.  Do not add water to fresh 
concrete after testing. 

F. Deposit and spread concrete in a continuous operation between transverse joints.  Do not push 
or drag concrete into place or use vibrators to move concrete into place. 

G. Consolidate concrete according to ACI 301 by mechanical vibrating equipment supplemented 
by hand spading, rodding, or tamping. 

1. Consolidate concrete along face of forms and adjacent to transverse joints with an 
internal vibrator.  Keep vibrator away from joint assemblies, reinforcement, or side forms.  
Use only square-faced shovels for hand spreading and consolidation.  Consolidate with 
care to prevent dislocating reinforcement, dowels, and joint devices. 

H. Screed paving surface with a straightedge and strike off. 

I. Commence initial floating using bull floats or darbies to impart an open-textured and uniform 
surface plane before excess moisture or bleed water appears on the surface.  Do not further 
disturb concrete surfaces before beginning finishing operations or spreading surface treatments. 

J. Curbs and Gutters:  Use design mixture for automatic machine placement.  Produce curbs and 
gutters to required cross section, lines, grades, finish, and jointing. 

K. Slip-Form Paving:  Use design mixture for automatic machine placement.  Produce paving to 
required thickness, lines, grades, finish, and jointing. 

1. Compact subbase and prepare subgrade of sufficient width to prevent displacement of 
slip-form paving machine during operations. 

L. Cold-Weather Placement:  Protect concrete work from physical damage or reduced strength 
that could be caused by frost, freezing, or low temperatures.  Comply with ACI 306.1 and the 
following: 

1. When air temperature has fallen to or is expected to fall below 40 deg F, uniformly heat 
water and aggregates before mixing to obtain a concrete mixture temperature of not less 
than 50 deg F and not more than 80 deg F at point of placement. 

2. Do not use frozen materials or materials containing ice or snow. 
3. Do not use calcium chloride, salt, or other materials containing antifreeze agents or 

chemical accelerators unless otherwise specified and approved in design mixtures. 
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M. Hot-Weather Placement:  Comply with ACI 301 and as follows when hot-weather conditions 
exist: 

1. Cool ingredients before mixing to maintain concrete temperature below 90 deg F at time 
of placement.  Chilled mixing water or chopped ice may be used to control temperature, 
provided water equivalent of ice is calculated in total amount of mixing water.  Using 
liquid nitrogen to cool concrete is Contractor's option. 

2. Cover steel reinforcement with water-soaked burlap so steel temperature will not exceed 
ambient air temperature immediately before embedding in concrete. 

3. Fog-spray forms, steel reinforcement, and subgrade just before placing concrete.  Keep 
subgrade moisture uniform without standing water, soft spots, or dry areas. 

3.7 FLOAT FINISHING 

A. General:  Do not add water to concrete surfaces during finishing operations. 

B. Float Finish:  Begin the second floating operation when bleed-water sheen has disappeared and 
concrete surface has stiffened sufficiently to permit operations.  Float surface with power-driven 
floats or by hand floating if area is small or inaccessible to power units.  Finish surfaces to true 
planes.  Cut down high spots and fill low spots.  Refloat surface immediately to uniform granular 
texture. 

1. Burlap Finish:  Drag a seamless strip of damp burlap across float-finished concrete, 
perpendicular to line of traffic, to provide a uniform, gritty texture. 

2. Medium-to-Fine-Textured Broom Finish:  Draw a soft-bristle broom across float-finished 
concrete surface perpendicular to line of traffic to provide a uniform, fine-line texture. 

3. Medium-to-Coarse-Textured Broom Finish:  Provide a coarse finish by striating float-
finished concrete surface 1/16 to 1/8 inch deep with a stiff-bristled broom, perpendicular 
to line of traffic. 

3.8 DETECTABLE WARNINGS 

A. See Construction drawings for details and specifications. 

3.9 CONCRETE PROTECTION AND CURING 

A. General:  Protect freshly placed concrete from premature drying and excessive cold or hot 
temperatures. 

B. Comply with ACI 306.1 for cold-weather protection. 

C. Evaporation Retarder:  Apply evaporation retarder to concrete surfaces if hot, dry, or windy 
conditions cause moisture loss approaching 0.2 lb/sq. ft. x h before and during finishing 
operations.  Apply according to manufacturer's written instructions after placing, screeding, and 
bull floating or darbying concrete but before float finishing. 

D. Begin curing after finishing concrete but not before free water has disappeared from concrete 
surface. 

E. Curing Methods:  Cure concrete by moisture curing, moisture-retaining-cover curing, curing 
compound, or a combination of these as follows: 
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1. Moisture Curing:  Keep surfaces continuously moist for not less than seven days with the 
following materials: 

a. Water. 
b. Continuous water-fog spray. 
c. Absorptive cover, water saturated and kept continuously wet.  Cover concrete 

surfaces and edges with 12-inch lap over adjacent absorptive covers. 

2. Moisture-Retaining-Cover Curing:  Cover concrete surfaces with moisture-retaining 
cover, placed in widest practicable width, with sides and ends lapped at least 12 inches 
and sealed by waterproof tape or adhesive.  Immediately repair any holes or tears 
occurring during installation or curing period using cover material and waterproof tape. 

3. Curing Compound:  Apply uniformly in continuous operation by power spray or roller 
according to manufacturer's written instructions.  Recoat areas that have been subjected 
to heavy rainfall within three hours after initial application.  Maintain continuity of coating, 
and repair damage during curing period. 

3.10 PAVING TOLERANCES 

A. Comply with tolerances in ACI 117 and as follows: 

1. Elevation:  3/4 inch. 
2. Thickness:  Plus 3/8 inch, minus 1/4 inch. 
3. Surface:  Gap below 10-foot-long, unleveled straightedge not to exceed 1/2 inch. 
4. Alignment of Tie-Bar End Relative to Line Perpendicular to Paving Edge:  1/2 inch per 12 

inches of tie bar. 
5. Lateral Alignment and Spacing of Dowels:  1 inch. 
6. Vertical Alignment of Dowels:  1/4 inch. 
7. Alignment of Dowel-Bar End Relative to Line Perpendicular to Paving Edge:  1/4 inch per 

12 inches of dowel. 
8. Joint Spacing:  3 inches. 
9. Contraction Joint Depth:  Plus 1/4 inch, no minus. 
10. Joint Width:  Plus 1/8 inch, no minus. 

3.11 PAVEMENT MARKING 

A. Do not apply pavement-markings until layout, colors, and placement have been verified with 
Architect. 

B. Allow concrete paving to cure for a minimum of 28 days and be dry before starting pavement 
marking. 

C. Sweep and clean surface to eliminate loose material and dust. 

D. Apply markings with mechanical equipment to produce markings of dimensions indicated with 
uniform, straight edges.  Apply at manufacturer's recommended rates to provide a minimum wet 
film thickness of 15 mils. 

1. Apply graphic symbols and lettering with paint-resistant, die-cut stencils, firmly secured to 
concrete surface.  Mask an extended area beyond edges of each stencil to prevent 
application beyond stencil.  Apply markings so that it cannot run beneath stencil. 



Elm Street Center Hotel & Parking Deck   October 31, 2017 
Greensboro, NC  Design Development  

Kimley-Horn and Associates, Inc.  Project No. 011462047   

 

CONCRETE PAVEMENT                   321313 - 13 

3.12 FIELD QUALITY CONTROL 

A. Testing Agency:  Owner will engage a qualified testing agency to perform tests and inspections. 

B. Testing Services:  Testing of composite samples of fresh concrete obtained according to 
ASTM C 172 shall be performed according to the following requirements: 

1. Testing Frequency:  Obtain at least one composite sample for each 100 cu. yd., 5000 sq. 
ft. or fraction thereof of each concrete mixture placed each day. 

a. When frequency of testing will provide fewer than five compressive-strength tests 
for each concrete mixture, testing shall be conducted from at least five randomly 
selected batches or from each batch if fewer than five are used. 

2. Slump:  ASTM C 143; one test at point of placement for each composite sample, but not 
less than one test for each day's pour of each concrete mixture.  Perform additional tests 
when concrete consistency appears to change. 

3. Air Content:  ASTM C 231, pressure method; one test for each composite sample, but not 
less than one test for each day's pour of each concrete mixture. 

4. Concrete Temperature:  ASTM C 1064; one test hourly when air temperature is 40 deg F  
and below and when it is 80 deg F and above, and one test for each composite sample. 

5. Compression Test Specimens:  ASTM C 31; cast and laboratory cure one set of three 
standard cylinder specimens for each composite sample. 

6. Compressive-Strength Tests:  ASTM C 39; test one specimen at seven days and two 
specimens at 28 days. 

a. A compressive-strength test shall be the average compressive strength from two 
specimens obtained from same composite sample and tested at 28 days. 

C. Strength of each concrete mixture will be satisfactory if average of any three consecutive 
compressive-strength tests equals or exceeds specified compressive strength and no 
compressive-strength test value falls below specified compressive strength by more than 500 
psi. 

D. Test results shall be reported in writing to Architect, concrete manufacturer, and Contractor 
within 48 hours of testing.  Reports of compressive-strength tests shall contain Project 
identification name and number, date of concrete placement, name of concrete testing and 
inspecting agency, location of concrete batch in Work, design compressive strength at 28 days, 
concrete mixture proportions and materials, compressive breaking strength, and type of break 
for both 7- and 28-day tests. 

E. Nondestructive Testing:  Impact hammer, sonoscope, or other nondestructive device may be 
permitted by Architect but will not be used as sole basis for approval or rejection of concrete. 

F. Additional Tests:  Testing and inspecting agency shall make additional tests of concrete when 
test results indicate that slump, air entrainment, compressive strengths, or other requirements 
have not been met, as directed by Architect. 

G. Concrete paving will be considered defective if it does not pass tests and inspections. 

H. Additional testing and inspecting, at Contractor's expense, will be performed to determine 
compliance of replaced or additional work with specified requirements. 

I. Prepare test and inspection reports. 
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3.13 REPAIRS AND PROTECTION 

A. Remove and replace concrete paving that is broken, damaged, or defective or that does not 
comply with requirements in this Section.  Remove work in complete sections from joint to joint 
unless otherwise approved by Architect. 

B. Drill test cores, where directed by Architect, when necessary to determine magnitude of cracks 
or defective areas.  Fill drilled core holes in satisfactory paving areas with portland cement 
concrete bonded to paving with epoxy adhesive. 

C. Protect concrete paving from damage.  Exclude traffic from paving for at least 14 days after 
placement.  When construction traffic is permitted, maintain paving as clean as possible by 
removing surface stains and spillage of materials as they occur. 

D. Maintain concrete paving free of stains, discoloration, dirt, and other foreign material.  Sweep 
paving not more than two days before date scheduled for Substantial Completion inspections. 

END OF SECTION 321313 
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SECTION 321373 – CONCRETE PAVING JOINT SEALANTS 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and Division 01 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. Section Includes: 

1. Cold-applied joint sealants. 
2. Hot-applied joint sealants. 

B. Related Sections: 

1. Division 07 Section "Joint Sealants" for sealing nontraffic and traffic joints in locations not 
specified in this Section. 

2. Division 32 Section "Asphalt Paving" for constructing joints between concrete and asphalt 
pavement. 

3. Division 32 Section "Concrete Paving" for constructing joints in concrete pavement. 

1.3 PRECONSTRUCTION TESTING 
1. Testing will not be required if joint-sealant manufacturers submit joint-preparation data 

that are based on previous testing, not older than 24 months, of sealant products for 
compatibility with and adhesion to joint substrates and other materials matching those 
submitted. 

1.4 SUBMITTALS 

A. Product Data:  For each joint-sealant product indicated. 

B. Samples for Verification:  For each kind and color of joint sealant required, provide Samples 
with joint sealants in 1/2-inch wide joints formed between two 6-inch long strips of material 
matching the appearance of exposed surfaces adjacent to joint sealants. 

C. Pavement-Joint-Sealant Schedule:  Include the following information: 

1. Joint-sealant application, joint location, and designation. 
2. Joint-sealant manufacturer and product name. 
3. Joint-sealant formulation. 
4. Joint-sealant color. 

D. Qualification Data:  For qualified Installer. 
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